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Push-in fittings in 316 steel .

Push-in fittings in 316 steel (3)

Adjustable 90° elbow connector,
male thread BSP / metric, (O-ring)

90° elbow fitting

60115

60130

outer dia.| thread outer dia.
index hose . A L L1 SW index hose L
4] [inch/mm| [mm] [mm] [mm] (0] [mm]
[mm] ] [mm]

Al-60115-04-M5 4 M5 15,5 16 8 Al-60130-04 4 16
Al-60115-04-02 4 1/8” 15,5 16 13 Al-60130-06 6 19,5
Al-60115-04-04 4 1/4” 15,5 18,5 15 Al-60130-08 8 21
Al-60115-06-M5 6 M5 18 17,5 8 Al-60130-10 10 24,5
Al-60115-06-02 6 1/8” 18 17,5 13 Al-60130-12 12 29
Al-60115-06-04 6 1/4” 18 20 15 Al-60130-14 14 28,5
Al-60115-06-06 6 3/8” 18 23 20 Al-60130-16 16 33
Al-60115-08-02 8 1/8” 20 23 13
Al-60115-08-04 8 174 20 21 15 Note: Minor dimensional differences in deliveries are permissible —
Al-60115-08-06 8 3/8” 20 24 20 without affecting technical parameters. In case of doubt — contact
Al-60115-10-04 10 1/4 235 | 27,5 15 Tubes International.
Al-60115-10-06 10 3/8” 23,5 25 20
Al-60115-10-08 10 1/2” 23,5 26,5 25
Al-60115-12-06 12 3/8” 27,5 30,5 20
Al-60115-12-08 12 1/2” 27,5 28,5 25
Al-60115-14-08 14 1/2” 27,5 33 25
Al-60115-16-08 16 1/2” 33 36 25

Adjustable "T" tee fitting,
male thread BSPT

male thread BSP / metric, (O-ring)

Adjustable "T" tee fitting,
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Al-60210-04-02 | 4 18" | 305 | A7 11 Al-60215-04.M5 | 4 M5 | 305 | 16 8
Al-60210-04-04 | 4 14 | 305 | 21 14 Al60215-04-02 | 4 178" | 305 | 16 13
AlI-60210-06-02 | 6 178" | 36 | 185 | 11 Al60215:04.04 | 4 174" | 305 | 185 | 15
AlI-60210-06-04 | 6 114 | 36 | 225 | 14 AlI-60215-06:M5 | 6 M5 3% | 175 | 8
Al-60210-0802 | 8 178" | 40 23 12 Al-60215-06:02 | 6 178" | 36 | 175 | 13
A-60210-0804 | 8 174 | 40 | 235 | 14 Al-60215-06:04 | 6 14 | 36 20 15
Al-60210-10-04 | 10 | 1/4° | 47 | 285 | 15 Al-60215-0802 | 8 178" | 40 23 13
AI-60210-10-06 | 10 | 3/8° | 47 26 17 Al-60215-0804 | 8 174" | 40 21 15
Al60210-10-08 | 10 | 12 | 47 | 295 | 22 Al60215-10-04 | 10 | 14 | 47 | 275 | 15
AI60210-12-06 | 12 | 31®° | 55 | 325 | 17 Al60215-10-06 | 10 | 3/8" | 47 25 20
AI60210-12-08 | 12 | 12 | 55 | 315 | 22 Al60215-10-08 | 10 | 172 | 47 | 265 | 25
Al60215-12:06 | 12 | 3/8" | 55 | 305 | 20
Al-60215-12-08 | 12 | /2 | 55 | 285 | 25
Al-60215-14-08 | 14 | 1/2° | 555 | 33 25
Al-60215-16-08 | 16 | 1/2° | 655 | 365 | 25

Note: Minor dimensional differences in deliveries are permissible — without affecting technical parameters. In case of doubt — contact Tubes

International.

www.tubes-international.com .


http://www.tubes-international.com/

