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Brass water stainless steel water – AKBO 
 

AKBO DN11,8 

Drinking-water quick couplings with PZH approval 

Material: AISI 303 / 301 steel, 
balls – AISI 316L steel 

Working pressure: up to 200 bar 
Seals: viton 
Working temperature: up to +100°C 

 
Free-flow quick couplings used for low and high pressure to connect water guns with hoses, lances and other accessories. BSP 
thread connections. Sockets can be fitted with rubber covers preventing damage if dropped on the floor. 

 

AKBO stainless steel quick couplings can be used for drinking water – together with the ACQUA ADT-K hose and 
accessories they can be installed in systems for conveying water intended for human consumption, in accordance 
with the hygiene approval of the Polish National Institute of Public Health PZH (approval no. B.BK.60110.1147.2025 
valid until 10.10.2028). 

 

 

drawing description index 
size 

connections 
[inch/mm] 

bore DN 
[mm] 

size 
spanner 

[mm] 

length L 
[mm] 

 

Socket with thread 
BSP male 

AK-COUPL-06-M 3/8” 10 30 49,5 

AK-COUPL-08-M 1/2” 11,8 30 49,5 

 

Socket with thread 
female BSP 

AK-COUPL-04-F 1/4” 11,8 30 44 

AK-COUPL-06-F 3/8” 11,8 30 44 

AK-COUPL-08-F 1/2” 11,8 30 44 

AK-COUPL-12-F 3/4” 11,8 32 44 

 

Socket cover 

AK-COPROT1-BL EPDM rubber, blue 

AK-COPROT1-BK EPDM rubber, black 

AK-COPROT1-Y EPDM rubber, yellow 

AK-COPRON2-BL polyamide (nylon), blue 

 

Plug with thread 
BSP male 

AK-ADAPT-06-M 3/8” 10,4 22 39 

AK-ADAPT-08-M 1/2” 11,8 22 39,8 

 

Plug with male BSP thread with 
spanner flat 

AK-ADAPN-04-M 1/4” 8 16 42 

 

Plug with thread 
female BSP 

AK-ADAPT-04-F 1/4” 11,8 22 40,3 

AK-ADAPT-08-F 1/2” 11,8 27 49,3 

 

Weld-on plug AK-ADAPW-11,5 D=19.9 mm 11,5 - 30 

 

Plug with female BSP thread with 
spanner flat 

AK-ADAPN-06-F 3/8” 11,5 19 42 

AK-ADAPN-08-F 1/2” 11,5 22 42 

 

Plug long with  
inner. BSP with spanner flat 

AK-ADAPN-04-F 1/4” 11,5 17 55,2 

 

Plug short with  
inner. BSP with spanner flat 

AK-ADAPN-04-F-S 1/4” 11,5 17 40,3 

 

Plug with 1/2” hose tail AK-ADAPH-13 D=12.8-13.3 mm 10 without flange 57,5 

Plug with 5/8” hose tail AK-ADAPH-16-C21 D=15.8-16.8 mm 10 flange 21 64 

Plug with 3/4” hose tail AK-ADAPH-19-C24 D=19.1-19.9 mm 10 flange 24 65,2 

 

Gasket set with Viton AK-COUPL-… 
socket 

AK-COURING 
Set contains: 10 pcs sized 15.5x2.6 mm 

and 10 pcs sized 18x2 mm 
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