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Wl International o
Crimping presses .

presses have 6 crimping segments each, except the UPS3 version which has 8. Besides the standard jaws, it is possible to
purchase special jaws and bases (EC-100271 for UPJ, and EC-100250 for UPS).

EC-PW4-8 EC-PWZ

EC-UPJ EC-100271 EC-UPS-1 EC-UPS-3 EC-UPS-2 EC-100250

Type UPJ UPS1 UPS2 UPS3 JAWS SUPPLIED AS STANDARD WITH THE PRESS
. . up to 22 up to 28 up to 38 up to 28 . inner dia. range of
crimp diameter range" mm mm mm mm index EC ferrules [mm] name
number of crimping 5 8 EC-100302 10,0-17,0 Crimping jaws DN 4+8 (UPJ)
segments EC-100303 16,0 22,0 | Crimping jaws DN 8+10 (UPJ)
number of jaw sets as ) EC-100002 8,0-17,0 Crimping jaws DN 3+8 (UPS-1)
standard EC-100003 18,0-28,0 | Crimping jaws DN 10+16 (UPS-1)
) ) ) EC-100102 30,0-34,0 | Crimping jaws DN 20 (UPS-2)
apdpromTatefma_mmu(rjnhlnner 10 mm 16 mm 25 mm 16 mm
lameter of crimped hoses EC-100103 32,0-38,0 | Crimping jaws DN 25 (UPS-2)
EC-100202 8,0-17,0 Crimping jaws DN 3+8 (UPS-3)
unit weight - 18 kg 18 kg 18 kg
EC-100203 18,0—28,0 | Crimping jaws DN 10+16 (UPS-3)

TUBOMAT crimping presses designed for crimping fittings on
low-pressure hoses are standardly supplied with with three
sets of jaws (10.0 —13.0 mm, 13.0 — 16.0 mm, 16.0 — 25.0 mm).
Jaws with a smaller range (5.0 — 7.0 mm, 7.0 — 10.0 mm) are
optionally available. Manual drive for the version H25 or
pneumatic for H25 PI.

OP-TUB-H25PI

Type H25 | H25PI
crimp diameter range" up to 25 mm
number of crimping segments 6
max. jaw opening? +21mm
drive manual pneumatic
supply pressure - 7 bar
dimensions (L x W x H) mm 500x180x130 810x250x440

unit weight 12 kg 50 kg

OP-TUB-H25

" With standard jaws. The crimping range can be extended by using special jaws.
2) This is the total jaw stroke. Add the minimum crimp diameter of the jaws used to this value.
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