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Adaptors UHP 
 

Adaptors designed for connecting quick couplings to thermoplastic lines and other 
components of UHP hydraulic systems (pumps, actuators, hydraulically powered 
tools, etc.). Made of carbon steel with a black anti-corrosion coating (Nitreg-ONC). 
Working pressure is 700 bar (assuming a 4:1 safety factor) or 1000 bar (assuming 
a 2.8:1 safety factor). 

 

drawing index 
thread A thread B length L spanner size D 

type and size sealing type and size sealing [mm] [mm] 

 

EU-RC14 GZ 1/4” NPT on thread - - 10,5 - 

EU-RC38 GZ 3/8” NPT on thread - - 10,5 - 

 

EU-RS14 GW 1/4” NPT on thread GW 1/4” NPT on thread 32 19 

EU-RS52 GW 1/4” NPT on thread GW 3/8” NPT on thread 34 24 

EU-RS38 GW 3/8” NPT on thread GW 3/8” NPT on thread 34 24 

 

EU-RN14 GZ 1/4” NPT on thread GZ 1/4” NPT on thread 39 17 

EU-RN52 GZ 3/8” NPT on thread GZ 1/4” NPT on thread 41 17 

EU-RN38 GZ 3/8” NPT on thread GZ 3/8” NPT on thread 41 17 

EU-RN381 GZ 3/8” NPT on thread GZ 3/8” NPT on thread 70 17 

EU-RN382 GZ 3/8” NPT on thread GZ 3/8” NPT on thread 120 17 

 

EU-RR23 GZ 1/4” BSP 120° cone GW 3/8” NPT on thread 41 24 

 

EU-RR24 GZ 1/4” NPT on thread GW 3/8” NPT on thread 40 24 

EU-RR52 GZ 3/8” NPT on thread GW 1/4” NPT on thread 40 19 

EU-RR02 GZ 1/2” BSP * GW 1/4” NPT on thread 40 22 

EU-RR26 GZ 1/4” NPT on thread GW 1/2” BSP * 40 30 

EU-RR501 GZ 3/8” NPT on thread GW 1/2” BSP * 40 30 

 

EU-RE14 
GW 1/4” NPT 

(x2) 
on thread - - 35 - 

EU-RE38 
GW 3/8” NPT 

(x2) 
on thread - - 40 - 

 

EU-RT14 
GW 1/4” NPT 

(x3) 
on thread - - 40 - 

EU-RT38 
GW 3/8” NPT 

(x3) 
on thread - - 45 - 

 

EU-RX14 
GW 1/4” NPT 

(x4) 
on thread - - 45 - 

EU-RX38 
GW 3/8” NPT 

(x4) 
on thread - - 45 - 

* - flat-surface sealing using an additional steel washer and O-ring 
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