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GUILLEMIN couplings 
 

Coupling with hose tail 
(with lock, assembly with shell clamp,  
ferrule or clamps) 

 

index Coupling DN 
[mm] 

hose inner diameter 
[mm] aluminium AISI 316 

GU-W-051-A GU-W-051-SS 50 51 

GU-W-063-A GU-W-063-SS 65 63 

GU-W-076-A GU-W-076-SS 80 76 

GU-W-081-A - 80 81 

GU-W-102-A GU-W-102-SS 100 102 

 

Coupling with male thread index Coupling DN 
[mm] 

thread size 
[inch] aluminium AISI 316 

GU-GZ-075-A GU-GZ-075-SS 20 3/4 

GU-GZ-100-A GU-GZ-100-SS 25 1 

GU-GZ-125-A GU-GZ-125-SS 32 1.1/4 

GU-GZ-150-A GU-GZ-150-SS 40 1.1/2 

GU-GZ-200-A GU-GZ-200-SS 50 2 

GU-GZ-250-A GU-GZ-250-SS 65 2.1/2 

GU-GZ-300-A GU-GZ-300-SS 80 3 

GU-GZ-400-A GU-GZ-400-SS 100 4 

GU-GZ-600-A - 150 6 

 

Coupling with female thread index Coupling DN 
[mm] 

thread size 
[inch] aluminium AISI 316 

GU-GW-075-A GU-GW-075-SS 20 3/4 

GU-GW-100-A GU-GW-100-SS 25 1 

GU-GW-125-A GU-GW-125-SS 32 1.1/4 

GU-GW-150-A GU-GW-150-SS 40 1.1/2 

GU-GW-200-A GU-GW-200-SS 50 2 

GU-GW-250-A GU-GW-250-SS 65 2.1/2 

GU-GW-300-A GU-GW-300-SS 80 3 

GU-GW-400-A GU-GW-400-SS 100 4 

GU-GW-600-A - 150 6 

 

Cap with chain index Coupling DN 
[mm] aluminium AISI 316 

GU-DP-075-A GU-DP-075-SS 20 

GU-DP-100-A GU-DP-100-SS 25 

GU-DP-125-A GU-DP-125-SS 32 

GU-DP-150-A GU-DP-150-SS 40 

GU-DP-200-A GU-DP-200-SS 50 

GU-DP-250-A GU-DP-250-SS 65 

GU-DP-300-A GU-DP-300-SS 80 

GU-DP-400-A GU-DP-400-SS 100 

GU-DP-600-A - 150 

 

Gasket size EPDM NBR Viton 

DN 20 GU-U-075-EPDM GU-U-075-NBR GU-U-075-VITON 

DN 25 GU-U-100-EPDM GU-U-100-NBR GU-U-100-VITON 

DN 32 GU-U-125-EPDM GU-U-125-NBR GU-U-125-VITON 

DN 40 GU-U-150-EPDM GU-U-150-NBR GU-U-150-VITON 

DN 50 GU-U-200-EPDM GU-U-200-NBR GU-U-200-VITON 

DN 65 GU-U-250-EPDM GU-U-250-NBR GU-U-250-VITON 

DN 80 GU-U-300-EPDM GU-U-300-NBR GU-U-300-VITON 
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