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PUSH-ON self-gripping universal hoses 
 

Self-gripping (PUSH-ON) hoses are designed to be 
assembled with special PUSH-ON hose ends without 
clamps or clips. The hose ends are simply pushed into 
the hose, and thanks to a special braid construction, as 
pressure rises the force pulling the hose off the end 
makes the hose grip the end even more firmly. PUSH-
ON hoses are multipurpose: for water, air, coolants and 
hydraulic oil, and are used mainly for automation and 
building low pressure installations in industrial plants. 
Building such an installation is faster, because the 
hoses can be cut to length and joined to the hose ends 
directly at the point of installation. 

Note: PUSH-ON hoses can also be assembled with clamps or 
ferrules, provided the clamp and the hose-end tail do not damage the fairly thin hose wall, and therefore never with PUSH-ON hose ends that 
have large, sharp barbs. 

 

INSTA-GRIP™ 300 

Rubber PUSH-ON self-gripping hose 

Inner layer: black synthetic rubber 
Chemivic™ (NBR + PVC) 

Reinforcement: synthetic braid 
Cover: blue synthetic rubber (also 

available in red, green, grey, 
yellow and black) 

Working temperature: from -40⁰C to +99⁰C 
 
A classic, high quality rubber self-gripping (PUSH-ON) hose. For low pressure hydraulic and pneumatic installations and as a 
multipurpose industrial hose for air, water, oils, greases, mild chemicals and cleaning fluids. Widely used in the automotive industry 
(no silicone is used in making the hose). The cover is resistant to weathering, abrasion and oil. External flame resistance complies 
with MSHA 2G-14C/14. Non-conductive (R > 1 MΩ per inch at 1000 V DC). Safety factor 4:1. The hose is designed to work with 
self-gripping PUSH-ON hose ends. Available in many colours (see table). 
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GY-INSTAGRIP300-06BL BK, R, G 1/4” 6,4 13,7 3,65 20,7 82,8 64 0,13 152,4 

GY-INSTAGRIP300-10BL BK, R, G 3/8” 9,5 17,5 4 20,7 82,8 90 0,21 152,4 

GY-INSTAGRIP300-13BL BK, R, G 1/2” 12,7 20,6 3,95 20,7 82,8 127 0,25 152,4 

GY-INSTAGRIP300-16BL R 5/8” 15,9 23,6 3,85 20,7 82,8 152 0,30 152,4 

GY-INSTAGRIP300-19BL BK, R, G 3/4” 19,1 27,2 4,05 20,7 82,8 190 0,39 152,4 

GY-INSTAGRIP300-25BL R, G 1” 25,4 34 4,3 20,7 82,8 254 0,57 152,4 

* - When ordering a colour other than blue, change the BL index suffix to BK (black), R (red) or G (green). Other colours – grey, yellow, black (for 5/8” and 1”) – are 
available on special order and at a suitable minimum order quantity. **Standard length 152.4 m (500 ft) on a reel (maximum 4 sections of min. 30 m). 

 

 

INSTA-GRIP 300 1/4” (DN6) hose with a brass PUSH-ON hose end with a 1/4” BSP female thread (TI-YBW110-04-04-MO) 
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