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DIN2353 fittings 
 

GE – UN  

  

Thread type 
male G: UN - UNF 
Straight fitting 
Sealing method: O-ring seal NBR or FKM (viton) - 

ISO 11926-2/3 

Safety factor: 4:1 
 

series 
D 

[mm] 
M 

[mm] 
G 

galvanised steel / NBR zinc-plated Zn-Ni steel / NBR 
steel galvanised Guardian Seal® / 

NBR 
AISI 316 stainless steel / viton 

index 
P 

[bar] 
index 

P 
[bar] 

index 
P 

[bar] 
index 

P 
[bar] 

L 

6 12x1,5 7/16”-20 HD-GE-06L-UN-07 500 HD-GE-06L-UN-07-CN 500 - - HD-GE-06L-UN-07-SS 315 

6 12x1,5 1/2”-20 - - - - - - HD-GE-06L-UN-08-SS 315 

6 12x1,5 9/16”-18 - - - - HD-GE-06L-UN-09-W 315 HD-GE-06L-UN-09-SS 315 

8 14x1,5 7/16”-20 HD-GE-08L-UN-07 500 HD-GE-08L-UN-07-CN 500 HD-GE-08L-UN-07-W 500 HD-GE-08L-UN-07-SS 315 

8 14x1,5 1/2”-20 HD-GE-08L-UN-08 500 HD-GE-08L-UN-08-CN 500 - - HD-GE-08L-UN-08-SS 315 

8 14x1,5 9/16”-18 - - HD-GE-08L-UN-09-CN 500 HD-GE-08L-UN-09-W 500 HD-GE-08L-UN-09-SS 315 

10 16x1,5 7/16”-20 HD-GE-10L-UN-07 500 HD-GE-10L-UN-07-CN 500 HD-GE-10L-UN-07-W 500 HD-GE-10L-UN-07-SS 315 

10 16x1,5 1/2”-20 HD-GE-10L-UN-08 500 - - - - HD-GE-10L-UN-08-SS 315 

10 16x1,5 9/16”-18 - - HD-GE-10L-UN-09-CN 500 HD-GE-10L-UN-09-W 500 HD-GE-10L-UN-09-SS 315 

10 16x1,5 3/4”-16 - - - - HD-GE-10L-UN-12-W 315 HD-GE-10L-UN-12-SS 315 

10 16x1,5 7/8”-14 - - HD-GE-10L-UN-14-CN 400 - - - - 

12 18x1,5 7/16”-16 - - HD-GE-12L-UN-07-CN 400 - - - - 

12 18x1,5 9/16”-18 HD-GE-12L-UN-09 400 HD-GE-12L-UN-09-CN 400 HD-GE-12L-UN-09-W 400 HD-GE-12L-UN-09-SS 315 

12 18x1,5 3/4”-16 HD-GE-12L-UN-12 400 HD-GE-12L-UN-12-CN 400 HD-GE-12L-UN-12-W 400 HD-GE-12L-UN-12-SS 315 

12 18x1,5 7/8”-14 HD-GE-12L-UN-14 400 HD-GE-12L-UN-14-CN 400 HD-GE-12L-UN-14-W 400 HD-GE-12L-UN-14-SS 315 

15 22x1,5 9/16”-18 - - HD-GE-15L-UN-09-CN 400 - - HD-GE-15L-UN-09-SS 315 

15 22x1,5 3/4”-16 HD-GE-15L-UN-12 400 HD-GE-15L-UN-12-CN 400 HD-GE-15L-UN-12-W 400 HD-GE-15L-UN-12-SS 315 

15 22x1,5 7/8”-14 - - HD-GE-15L-UN-14-CN 400 HD-GE-15L-UN-14-W 400 HD-GE-15L-UN-14-SS 315 

18 26x1,5 3/4”-16 HD-GE-18L-UN-12 400 HD-GE-18L-UN-12-CN 400 HD-GE-18L-UN-12-W 400 HD-GE-18L-UN-12-SS 315 

18 26x1,5 7/8”-14 HD-GE-18L-UN-14 400 HD-GE-18L-UN-14-CN 400 HD-GE-18L-UN-14-W 400 HD-GE-18L-UN-14-SS 315 

18 26x1,5 1.1/16”-12 - - - - - - HD-GE-18L-UN-17-SS 315 

22 30x2 3/4”-16 - - - - - - HD-GE-22L-UN-12-SS 160 

22 30x2 7/8”-14 HD-GE-22L-UN-14 250 HD-GE-22L-UN-14-CN 250 HD-GE-22L-UN-14-W 250 HD-GE-22L-UN-14-SS 160 

22 30x2 1.1/16”-12 HD-GE-22L-UN-17 250 HD-GE-22L-UN-17-CN 250 HD-GE-22L-UN-17-W 250 HD-GE-22L-UN-17-SS 160 

22 30x2 1.5/16”-12 HD-GE-22L-UN-21 250 HD-GE-22L-UN-21-CN 250 - - HD-GE-22L-UN-21-SS 160 

28 36x2 7/8”-14 - - HD-GE-28L-UN-14-CN 250 HD-GE-28L-UN-14-W 250 - 250 

28 36x2 1.1/16”-12 HD-GE-28L-UN-17 250 HD-GE-28L-UN-17-CN 250 - - HD-GE-28L-UN-17-SS 160 

28 36x2 1.5/16”-12 HD-GE-28L-UN-21 250 HD-GE-28L-UN-21-CN 250 HD-GE-28L-UN-21-W 250 HD-GE-28L-UN-21-SS 160 

28 36x2 1.5/8”-12 - - HD-GE-28L-UN-26-CN 250 - - HD-GE-28L-UN-26-SS 160 

35 45x2 1.3/16”-12 - - HD-GE-35L-UN-19-CN 250 - - - - 

35 45x2 1.5/16”-12 HD-GE-35L-UN-21 250 HD-GE-35L-UN-21-CN 250 - - HD-GE-35L-UN-21-SS 160 

35 45x2 1.5/8”-12 HD-GE-35L-UN-26 250 HD-GE-35L-UN-26-CN 250 HD-GE-35L-UN-26-W 250 HD-GE-35L-UN-26-SS 160 

42 52x2 1.5/8”-12 HD-GE-42L-UN-26 250 HD-GE-42L-UN-26-CN 250 HD-GE-42L-UN-26-W 250 HD-GE-42L-UN-26-SS 160 

42 52x2 1.7/8”-12 HD-GE-42L-UN-30 250 HD-GE-42L-UN-30-CN 250 - - HD-GE-42L-UN-30-SS 160 

 

S 

6 14x1,5 7/16”-20 - - HD-GE-06S-UN-07-CN 630 - - HD-GE-06S-UN-07-SS 630 

6 14x1,5 1/2”-20 HD-GE-06S-UN-08 630 - - - - - - 

6 14x1,5 9/16”-18 - - - - - - HD-GE-06S-UN-09-SS 630 

8 16x1,5 7/16”-20 HD-GE-08S-UN-07 800 HD-GE-08S-UN-07-CN 800 - - HD-GE-08S-UN-07-SS 630 

8 16x1,5 1/2”-20 HD-GE-08S-UN-08 800 HD-GE-08S-UN-08-CN 800 - - HD-GE-08S-UN-08-SS 630 

8 16x1,5 9/16”-18 - - HD-GE-08S-UN-09-CN 800 - - HD-GE-08S-UN-09-SS 630 

10 18x1,5 9/16”-18 HD-GE-10S-UN-09 800 HD-GE-10S-UN-09-CN 800 - - HD-GE-10S-UN-09-SS 630 

10 18x1,5 3/4”-16 - - HD-GE-10S-UN-12-CN 800 - - HD-GE-10S-UN-12-SS 630 

12 20x1,5 9/16”-18 HD-GE-12S-UN-09 800 HD-GE-12S-UN-09-CN 800 - - HD-GE-12S-UN-09-SS 630 

12 20x1,5 3/4”-16 HD-GE-12S-UN-12 630 HD-GE-12S-UN-12-CN 630 HD-GE-12S-UN-12-W 630 HD-GE-12S-UN-12-SS 630 

12 20x1,5 7/8”-14 - - HD-GE-12S-UN-14-CN 630 - - HD-GE-12S-UN-14-SS 630 

14 22x1,5 9/16”-18 - - HD-GE-14S-UN-09-CN 630 - - HD-GE-14S-UN-09-SS 630 

14 22x1,5 3/4”-16 HD-GE-14S-UN-12 630 HD-GE-14S-UN-12-CN 630 - - HD-GE-14S-UN-12-SS 630 

16 24x1,5 3/4”-16 HD-GE-16S-UN-12 630 HD-GE-16S-UN-12-CN 630 HD-GE-16S-UN-12-W 630 HD-GE-16S-UN-12-SS 400 

16 24x1,5 7/8”-14 HD-GE-16S-UN-14 630 HD-GE-16S-UN-14-CN 630 HD-GE-16S-UN-14-W 630 HD-GE-16S-UN-14-SS 400 

16 24x1,5 1.1/16”-12 - - - - - - HD-GE-16S-UN-17-SS 400 

20 30x2 3/4”-16 HD-GE-20S-UN-12 420 HD-GE-20S-UN-12-CN 420 HD-GE-20S-UN-12-W 420 HD-GE-20S-UN-12-SS 400 

20 30x2 7/8”-14 HD-GE-20S-UN-14 420 HD-GE-20S-UN-14-CN 420 HD-GE-20S-UN-14-W 420 HD-GE-20S-UN-14-SS 400 

20 30x2 1.1/16”-12 HD-GE-20S-UN-17 420 HD-GE-20S-UN-17-CN 420 HD-GE-20S-UN-17-W 420 HD-GE-20S-UN-17-SS 400 

20 30x2 1.5/16”-12 - - - - - - HD-GE-20S-UN-21-SS 400 

25 36x2 1.1/16”-12 HD-GE-25S-UN-17 420 HD-GE-25S-UN-17-CN 420 - - HD-GE-25S-UN-17-SS 400 

25 36x2 1.5/16”-12 HD-GE-25S-UN-21 420 HD-GE-25S-UN-21-CN 420 HD-GE-25S-UN-21-W 420 HD-GE-25S-UN-21-SS 400 

30 42x2 1.1/16”-12 - - HD-GE-30S-UN-17-CN 420 - - HD-GE-30S-UN-17-SS 400 

30 42x2 1.5/16”-12 HD-GE-30S-UN-21 420 HD-GE-30S-UN-21-CN 420 - - HD-GE-30S-UN-21-SS 400 

30 42x2 1.5/8”-12 HD-GE-30S-UN-26 420 HD-GE-30S-UN-26-CN 420 HD-GE-30S-UN-26-W 420 HD-GE-30S-UN-26-SS 400 

38 52x2 1.5/16”-12 - - - - - - HD-GE-38S-UN-21-SS 315 

38 52x2 1.5/8”-12 HD-GE-38S-UN-26 315 HD-GE-38S-UN-26-CN 315 - - HD-GE-38S-UN-26-SS 315 

38 52x2 1.7/8”-12 HD-GE-38S-UN-30 315 HD-GE-38S-UN-30-CN 315 - - HD-GE-38S-UN-30-SS 315 
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