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SAE J514 (JIC 37°) fittings 
 

description 
press.. 
[bar] 

index 
(galvanised steel) 

index 
(AISI 316 steel) 

dia. tube OD UN-UNF 
[JIC 37°] 

G 
[BSP] 

dimension 
[mm] 

[mm] [inch] L L1 W 

Union nut fitting,  
female thread BSP 

 

350 

HJ-GAI-07-B-02 HJ-GAI-07-B-02-SS 6 1/4” 7/16”-20 1/8” 10 13,9 14 

HJ-GAI-07-B-04 HJ-GAI-07-B-04-SS 6 1/4” 7/16”-20 1/4” 14 13,9 19 

HJ-GAI-08-B-02 HJ-GAI-08-B-02-SS 8 5/16” 1/2”-20 1/8” 10 13,9 14 

HJ-GAI-08-B-04 HJ-GAI-08-B-04-SS 8 5/16” 1/2”-20 1/4” 14 13,9 19 

HJ-GAI-09-B-04 HJ-GAI-09-B-04-SS 10 3/8” 9/16”-18 1/4” 14 14 19 

HJ-GAI-09-B-06 HJ-GAI-09-B-06-SS 10 3/8” 9/16”-18 3/8” 14 14 22 

HJ-GAI-09-B-08 - 10 3/8” 9/16”-18 1/2” 17 14 30 

HJ-GAI-12-B-04 - 12 1/2” 3/4”-16 1/4” 14 16,7 22 

HJ-GAI-12-B-06 HJ-GAI-12-B-06-SS 12 1/2” 3/4”-16 3/8” 14 16,7 22 

HJ-GAI-12-B-08 HJ-GAI-12-B-08-SS 12 1/2” 3/4”-16 1/2” 17 16,7 30 

HJ-GAI-14-B-08 HJ-GAI-14-B-08-SS 14-15-16 5/8” 7/8”-14 1/2” 17 19,3 30 

HJ-GAI-17-B-08 - 18-20 3/4” 1.1/16”-12 1/2” 17 21,9 30 

315 HJ-GAI-17-B-12 HJ-GAI-17-B-12-SS 18-20 3/4” 1.1/16”-12 3/4” 19 21,9 36 

290 HJ-GAI-21-B-16 HJ-GAI-21-B-16-SS 25 1” 1.5/16”-12 1” 21,5 23,1 41 

240 

HJ-GAI-26-B-16 - 30-32 1.1/4” 1.5/8”-12 1” 21,5 24,3 46 

HJ-GAI-26-B-20 HJ-GAI-26-B-20-SS 30-32 1.1/4” 1.5/8”-12 1.1/4” 23,5 24,3 50 

HJ-GAI-30-B-20 - 38 1.1/2” 1.7/8”-12 1.1/4” 23,5 27,5 50 

HJ-GAI-30-B-24 HJ-GAI-30-B-24-SS 38 1.1/2” 1.7/8”-12 1.1/2” 25,5 27,5 60 

 
 
 
 

description 
press.. 
[bar] 

index 
(galvanised steel) 

index 
(AISI 316 steel) 

dia. tube OD UN-UNF 
[JIC 37°] 

P 
[NPT] 

dimension [mm] 

[mm] [inch] L L1 W 

Union nut fitting,  
NPT female thread 

 

350 

HJ-GAI-07-N-02 - 6 1/4” 7/16”-20 1/8” 9,5 13,9 14 

HJ-GAI-07-N-04 - 6 1/4” 7/16”-20 1/4” 14 13,9 19 

HJ-GAI-08-N-02 - 8 5/16” 1/2”-20 1/8” 9,5 13,9 14 

HJ-GAI-08-N-04 - 8 5/16” 1/2”-20 1/4” 14 13,9 19 

HJ-GAI-09-N-04 - 10 3/8” 9/16”-18 1/4” 14 14 19 

HJ-GAI-09-N-06 - 10 3/8” 9/16”-18 3/8” 14,5 14 22 

HJ-GAI-12-N-04 - 12 1/2” 3/4”-16 1/4” 14 16,7 22 

HJ-GAI-12-N-06 - 12 1/2” 3/4”-16 3/8” 14,5 16,7 22 

HJ-GAI-12-N-08 - 12 1/2” 3/4”-16 1/2” 19 16,7 30 

HJ-GAI-14-N-08 - 14-15-16 5/8” 7/8”-14 1/2” 19 19,3 30 

HJ-GAI-17-N-08 - 18-20 3/4” 1.1/16”-12 1/2” 19 21,9 30 

315 HJ-GAI-17-N-12 - 18-20 3/4” 1.1/16”-12 3/4” 19,5 21,9 36 

290 HJ-GAI-21-N-16 - 25 1” 1.5/16”-12 1” 23,5 23,1 41 

240 
HJ-GAI-26-N-20 - 30-32 1.1/4” 1.5/8”-12 1.1/4” 24 24,3 50 

HJ-GAI-30-N-24 - 38 1.1/2” 1.7/8”-12 1.1/2” 24 27,5 60 

NOTE: The dimensions given apply to fittings made of galvanised carbon steel. 
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