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HAMMER LUG - couplings and fittings [

HAMMER LUG couplings

drawing ’ index description ‘ size ‘ characteristics

Type 1502
HL-FIG1502KG-050 female part, male part + nut Most popular high-pressure
HL-FIG1502DG-050 female part coupling for general applications
HL-FIG1502MG-050 male part Highly durable and versatile. Widely
HL-FIG1502KW-050* female part, male part + nut 2 gz;demiﬁgos’;i andkil Tracturing and
HL-FIG1502DW-050" female part standard air, water, crude oil and
HL-FIG1502MW-050* male part gas, mud and sludge applications.
HL-FIG1502NG-050 nut et 5000 P! (1034 bar)
HL-FIG1502KG-075 female part, male part + nut Material: steel chrome-molybdenum
HL-FIG1502DG-075 female part steel 4130.
HL-FIG1502MG-075 male part *Cf’?(;‘f\fvt(';l’gi}]fge’(";)'(eHNvt’;I;'hrse:;:
HL-FIG1502KW-075* female part, male part + nut 3 metal/metal (cone)
HL-FIG1502DW-075* female part + lip seal (NBR).
HL-FIG1502MW-075* male part
HL-FIG1502NG-075 nut

Notes: 1. Pressure — means Cold Working Pressure - maximum permissible working pressure under standard conditions (Standard Service -
without H,S) at ambient temperature (-28°C + +38°C). 2. Other coupling types — contact Tubes International.

HAMMER LUG hose ends and complete flexible lines

HAMMER LUG couplings can be integrated with hose ends (“tails”) or screwed onto suitable ends via an NPT
connection thread. Depending on the application and working pressure, industrial water hoses (e.g. MONTANA 20
bar), petroleum product hoses (e.g. FUEL HARDWALL 30 bar), concrete hoses (e.g. SHANNON 80 bar), rubber
hydraulic hoses (e.g. R15 420 bar) and suitable HAMMER LUG coupling types, e.g. type 100 (69 bar), type 206 (138
bar), type 1502 (1034 bar), are used. For specialist crude oil extraction hoses, see the INDUSTRIAL HOSES group

in the “Petroleum product hoses” section.

drawing index description size characteristics
Type 1502 coupling with R15 (R13) hydraulic hose end
female part integrated with hose end and , | AHAMMER LUG coupling version
HL-FIG1502DI-050 ferrule 2 allowing direct connection of the
female or male part with an R15 or
R13 hydraulic hose via a ferrule.
This solution improves operator safety by
eliminating the risk of the coupling unscrewing
male part integrated with hose end and " (nothreaded connection between the coupling
HL-FIG1502MI-050 ferrule 2 andihe hoseend)
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