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Stainless steel ball valves 
 

Ball valve type 2017K 
Durable, one-piece, stainless ball valve with straight 
lockable lever 

Body material:  stainless steel AISI 316 (CF8M) 
Ball material:  stainless steel AISI 316 (CF8M) 
Stem material:  AISI 316 stainless steel 
Lever material:  stainless steel + PVC (white) 
Ball seal: PTFE / RTFE (PTFE + 15% GF) 
Stem seal: PTFE 
Connections:  BSP thread (ISO 228-1) 
Working temperature: from -20°C to +200°C 

 

Durable, one-piece compact shut-off ball valve, cast, with straight lockable lever, intended for industrial installations. It can be used for air, neutral 
gases, water, chemicals, petrochemical products, etc., free of solid contaminants and compatible with the chemical resistance of the valve 
materials. It has anti-blow-out stem protection. It meets the requirements of the Pressure Equipment Directive PED 2014/68/EU: a) for sizes up 
to DN25 (1”) inclusive within sound engineering practice (SEP), per art. 4 para. 3 (without CE marking); b) for sizes from DN32 (1.1/4”) CE marking 
cat. I and II – as per the manufacturer's declaration. Compliant with material directive RoHS 2011/65/EU and REACH regulation 1907/2006. The 
working pressure depends on the working temperature. The stated minimum working temperature applies to a valve drained of freezing liquid. 
Available in standard and economy (X) versions. 
 

index 
bore diameter 

Ød 
[mm] 

length L 
[mm] 

thread size 
[inch] 

lever length W 
[mm] 

working pressure 
[bar] torque 

[Nm] 
weight 

[kg] 
-20°C ÷ +65°C +200°C 

standard version 

HT-2017K-08 5 39 1/4” 65 63 13 3,9 0,068 

HT-2017K-10 7 44 3/8” 88 63 13 3,9 0,098 

HT-2017K-15 9,2 56,5 1/2” 110 63 13 5,2 0,158 

HT-2017K-20 12,5 59 3/4” 110 63 13 5,2 0,258 

HT-2017K-25 15 71 1” 110 63 13 7,8 0,372 

HT-2017K-32 20 78 1.1/4” 110 63 13 13 0,601 

HT-2017K-40 25 83 1.1/2” 155 63 13 16,9 0,781 

HT-2017K-50 32 99 2” 155 63 13 24,7 1,271 

economy version 

HT-2017K-08X 5 40 1/4” 78 63 13 6,5 0,100 

HT-2017K-10X 7 44 3/8” 80 63 13 6,5 0,090 

HT-2017K-15X 9 53 1/2” 92 63 13 7,8 0,110 

HT-2017K-20X 12 57 3/4” 95 63 13 7,8 0,200 

HT-2017K-25X 15 68 1” 110 63 13 10,4 0,300 

HT-2017K-32X 20 76 1.1/4” 130 63 13 15,6 0,500 

HT-2017K-40X 25 81 1.1/2” 145 63 13 19,5 0,600 

HT-2017K-50X 32 94 2” 150 63 13 26 0,900 

 

Valve design Working pressure / Working temperature 

 

 

 

1 – body: stainless cast steel CF8M (1.4408) 
2 – thrust ring: stainless cast steel CF8M (1.4408) 
3 – ball: stainless cast steel CF8M (1.4408) 
4 – seat: PTFE 
5 – seat: RTFE 
6 – stem: stainless steel AISI 316 
7 – washer: PTFE 

8 – stem seal: PTFE 
9 – washer: stainless steel AISI 304 
10 – spring washer: stainless steel AISI 304 
11 – nut: stainless steel AISI 304 
12 – lever: stainless steel 
13 – lever cover: PVC 
14 – lock: stainless steel 
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