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Hoses for high-pressure washing equipment 
 

HYDROWASH / 1 
 
Layer inner.: Black synthetic rubber 
Reinforcement: Single steel braid 
Outer layer: Black or blue synthetic 

rubber (micro-perforated) 
Working temp.: From -40°C to +120°C 
 (briefly up to 150°C) 
 

Characteristics: Hose designed for cold and hot water high-pressure washing equipment. Inner layer resistant to 
detergents, outer layer resistant to abrasion, oils, ozone and weathering. 

Standards: ISO 1307 
Assembly:      Use Z-type fittings – non-skive (IT-4). 

 

index inner diameter 

[mm] 

outer diameter 

[mm] 

pressure 

working 

[bar] 

burst pressure 

[bar] 

bending 

radius 

[mm] 

weight 

[kg/m] 

HW-HWASH1T-06BK 6,4 13,2 250 1000 100 0,22 

HW-HWASH1T-08BK 8 14,8 250 1000 115 0,26 

HW-HWASH1T-10BK 9,5 17,2 250 1000 130 0,34 

HW-HWASH1T-12BK 12,7 20,4 250 1000 180 0,41 

HW-HWASH1T-12BL-C 12,7 19,6 240 960 180 0,41 

 
Example index: 
- black hose: HW-HWASH1T-06BK 

- blue hose: HW-HWASH1T-06BL 

 
 

HYDROWASH / 2 
 
Layer inner.: Black synthetic rubber 
Reinforcement: Double steel braid 
Outer layer: Black or blue synthetic rubber (micro-

perforated) 
Working temp.: From -40°C to +150°C 

 
Characteristics: Hose designed for cold and hot water high-pressure washing equipment. Inner layer resistant to 

detergents, outer layer resistant to abrasion, oils, ozone and weathering. 
Standards: ISO 1307 
Assembly:                 Use Z-type fittings – non-skive (IT-5). 
 

index 
inner diameter 

[mm] 

outer diameter 

[mm] 

pressure 

working 

[bar] 

burst pressure 

[bar] 

bending 

radius 

[mm] 

weight 

[kg/m] 

HW-HWASH2T-06BK 6,4 15 400 1600 100 0,38 

HW-HWASH2T-08BK 8 16,5 400 1600 115 0,44 

HW-HWASH2T-10BK 9,5 18,9 400 1600 130 0,55 

HW-HWASH2T-12BK 12,7 22,2 400 1600 180 0,64 

 
Example index: 
- black hose: HW-HWASH2T-06BK 
- blue hose: HW-HWASH2T-06BL 
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