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POWER HYDRAULICS (HIGH PRESSURES) [}

Hydraulic ball valves [}

Hydraulic ball valves

BKH DIN 2353 (DN 4 + DN 25)

Hydraulic ball valves, metric thread,
high quality (PISTER)

Material: body, ball, stem — galvanised steel
Seals: ball - PA

stem -NBR
Temp. working: PA - (from -40°C to

+100°C)
NBR - (from -20°C to +100°C)

Two-way ball valves with hydraulic tube connections (DIN 2353, male metric thread), designed for high-pressure

hydraulic systems.

_ DN diameter size working length weight
index [mmj tube D thread M pressure valve L k]
[mm] [mm] [bar] [mm]

HZ-BKH-06L 4 6 M12x1,5 500 67 0,30
HZ-BKH-08L 6 8 M14x1,5 500 67 0,30
HZ-BKH-10L 8 10 M16x1,5 500 71 0,30
HZ-BKH-12L 10 12 M18x1,5 500 75 0,50
HZ-BKH-15L 13 15 M22x1,5 500 84 0,60
HZ-BKH-18L 13 18 M26x1,5 500 84 0,60
HZ-BKH-22L 20 22 M30x2 400 102 1,50
HZ-BKH-28L 25 28 M36x2 350 108 2,00
HZ-BKH-08S 4 8 M16x1,5 500 73 0,35
HZ-BKH-10S 6 10 M18x1,5 500 73 0,35
HZ-BKH-12S 8 12 M20x1,5 500 77 0,35
HZ-BKH-14S 10 14 M22x1,5 500 84 0,50
HZ-BKH-16S 13 16 M24x1,5 500 87 0,60
HZ-BKH-20S 13 20 M30x2 500 91 0,65
HZ-BKH-25S 20 25 M36x2 400 110 1,50
HZ-BKH-30S 25 30 M42x2 350 120 2,10

SKH DIN 2353 (DN 32 + DN 40)

Hydraulic ball valves, metric thread,

high quality (PISTER)

Material: body, ball, stem — galvanised steel

Seals: ball - POM

stem -NBR
Temp. working: POM - (from -40°C to
+100°C)

NBR - (from -20°C to +100°C)

Two-way ball valves with hydraulic tube connections (DIN 2353, male metric thread), designed for high-pressure

hydraulic systems.

diameter size working length .
index [3:] tube D thread M pressure valve L w[ek|g]ht
[mm] [mm] [bar] [mm] 9
HZ-SKH-35L 32 35 M45x2 400 128 3,00
HZ-SKH-42L 40 42 M52x2 400 133 3,80
HZ-SKH-38S 32 38 M52x2 400 140 3,10
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