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Hydraulic ball valves 
 

RKH BSP (1/8” ÷ 2”) 
Stainless hydraulic and industrial ball valves, BSP 
thread, high quality (PISTER) 

Material: body, ball, stem – AISI 316Ti 
stainless steel 

Seals: ball - POM or PTFE 
   stem - NBR or FKM 
Temp. working:  POM - (from -40°C to 
+100°C) 
   PTFE - (from -200°C to +250°C) 
   NBR - (from -20°C to +100°C) 
   FKM - (from -20°C to +200°C) 
 

Two-way ball valves with BSP female threads, designed for high-pressure hydraulic and industrial systems. To select 
the correct valve for media other than hydraulic oil and for high working temperatures, please consult Tubes 
International. 
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- HZ-RKH-G-02 HZ-RKH-G-02-T-V 4 1/8 BSP - 400 100 69 0,35 

HZ-RKH-G-04PH HZ-RKH-G-04 HZ-RKH-G-04-T-V 6 1/4 BSP 500 400 100 69 0,35 

HZ-RKH-G-06PH HZ-RKH-G-06 HZ-RKH-G-06-T-V 10 3/8 BSP 500 400 100 73 0,50 

HZ-RKH-G-08PH HZ-RKH-G-08 HZ-RKH-G-08-T-V 13 1/2 BSP 500 400 100 85 0,65 

HZ-RKH-G-12PH HZ-RKH-G-12 HZ-RKH-G-12-T-V 20 3/4 BSP 400 350 100 96 1,50 

HZ-RKH-G-16PH HZ-RKH-G-16 HZ-RKH-G-16-T-V 25 1 BSP 400 350 100 113 2,00 

HZ-RKH-G-20PH HZ-RKH-G-20 HZ-RKH-G-20-T-V 32 1.1/4 BSP 350 400 63 110 3,80 

HZ-RKH-G-24PH HZ-RKH-G-24 HZ-RKH-G-24-T-V 40 1.1/2 BSP 350 400 63 120 6,10 

HZ-RKH-G-32PH HZ-RKH-G-32 HZ-RKH-G-32-T-V 50 2 BSP 350 400 63 140 9,10 

 

RK3L BSP (1/8” ÷ 2”) 
Stainless three-way ball valves, hydraulic and 
industrial, BSP thread, high quality (PISTER) 

Material: body, ball, stem – AISI 316Ti 
stainless steel 

Seals: ball - POM or PTFE 
   stem - FKM 
Temp. working:  POM - (from -40°C to 
+100°C) 
   PTFE - (from -200°C to +250°C) 
   FKM - (from -20°C to +200°C) 

 

Three-way L-type ball valves with BSP female threads, designed for high-pressure hydraulic and industrial systems. 
For correct valve selection for media other than hydraulic oil and for high working temperatures, please consult Tubes 
International. 
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HZ-RK3L-G-02 HZ-RK3L-G-02-T-V 4 1/8 BSP 400 100 69 0,40 

HZ-RK3L-G-04 HZ-RK3L-G-04-T-V 6 1/4 BSP 400 100 69 0,40 

HZ-RK3L-G-06 HZ-RK3L-G-06-T-V 10 3/8 BSP 400 100 73 0,55 

HZ-RK3L-G-08 HZ-RK3L-G-08-T-V 13 1/2 BSP 400 100 85 0,70 

HZ-RK3L-G-12 HZ-RK3L-G-12-T-V 20 3/4 BSP 320 100 96 1,55 

HZ-RK3L-G-16 HZ-RK3L-G-16-T-V 25 1 BSP 350 100 113 2,10 

HZ-RK3L-G-20 HZ-RK3L-G-20-T-V 32 1.1/4 BSP 350 63 110 4,50 

HZ-RK3L-G-24 HZ-RK3L-G-24-T-V 40 1.1/2 BSP 250 63 120 5,80 

HZ-RK3L-G-32 HZ-RK3L-G-32-T-V 50 2 BSP 250 63 140 7,50 
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