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Push-fit connection system – accessories for the Speedfit system 
 

Polyamide tube (PA12) 
index 

(blue colour) 
index 

(black colour) 

outer dia. 
pipe 
[mm] 

inner dia. 
pipe 
[mm] 

wall 
wall 
[mm] 

working 
pressure* 

[bar] 

length 
[m] 

 

JG-PA-RM1209-3M-20B JG-PA-RM1209-3M-20E 12 9 1,5 38 3 

JG-PA-RM1512-3M-20B JG-PA-RM1512-3M-20E 15 12 1,5 25 3 

JG-PA-RM1814-3M-20B JG-PA-RM1814-3M-20E 18 14 2 28 3 

JG-PA-RM2218-3M-20B JG-PA-RM2218-3M-20E 22 18 2 22 3 

JG-PA-RM2823-3M-10B JG-PA-RM2823-3M-10E 28 23 2,5 20 3 

*working pressure at + 20°C for the tube at a safety factor of 2.5:1 
 

Calculation of the permissible working pressure for a given working temperature and tube diameter: 
Example: JG-PA-RM1512-3M-B, working temperature +50°C: 62% of 25 bar = 15.5 bar 

 

 

index 
outside diameter  

tube or hose 
[mm] 

description 

JG-TS32 up to 32 mm 
tube and hose cutters 

made of plastic (e.g. polyamide) 

JG-TS32EK - spare blade for JG-TS32 shears 

 

Pipe clamp index 
tube outer diameter 

[mm] 

 

JG-RK12 12 

JG-RK15 15 

JG-RK18 18 

JG-RK22 22 

JG-RK28 28 

 

Ring preventing accidental 
disconnection 

index 
pipe outer 

dia. 
[mm] 

stopper  
Protective cap preventing 
accidental disconnection 

index 
pipe outer diameter 

[mm] 

 

JG-PM1812R 12 red  

 

JG-PM1912E 12 

JG-CM1815S 15 grey  JG-PM1915E 15 

JG-CM1818S 18 grey  JG-PM1918E 18 

JG-CM1822S 22 grey  JG-PM1922E 22 

 

 

 

 

Disconnection tool index 
tube outer diameter 

[mm] 

 

JG-15RA 15 

JG-22RA 22 

JG-28RA 28 

 

Air distributor box 
(four plugs - caps 1/2”) 

index 
thread 
[inch] 

material 

 

JG-LWSK-08 5 x GW 1/2” BSP plastic 

  

Dependence of burst pressure 
and working pressure on temperature 

temperature 

20ºC 30ºC 40ºC 50ºC 60ºC 70ºC 80ºC 90ºC 100ºC 

100% 83% 71% 62% 55% 49% 45% 41% 37% 
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