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Thermoplastic hoses – polyester 
 

FM 040 / FM 240 
Thermoplastic hydraulic hose with steel braid 

Inner layer: polyester 
Reinforcement: single steel braid 
Cover: microperforated polyurethane 
Temperature working: from -40°C to +93°C 

(up to +65°C – water and air) 
 

Flexible, high-pressure hydraulic hose with steel braid intended for oil hydraulic systems, fuels, gases, air, water-
based fluids. Micro-perforated outer layer. Available in twin version FM240.  

Assembly: standard hydraulic ends type Z (IT-67). 

index 
(FM040) 

index 
(FM240) 

DN 
[inch] 

inner diameter 
[mm] 

outer diameter 
[mm] 

wall 
wall 
[mm] 

pressure 
working 

[bar] 

burst pressure 
[bar] 

bending 
radius 
[mm] 

weight 
(FM040) 
[kg/m] 

MC-FM040A-04 - 5/32” 4 8 2 350 1400 20 0,0750 

MC-FM040B-05 - 3/16” 4,9 10 2,55 330 1320 30 0,0995 

MC-FM040C-06 MC-FM240C-06 1/4” 6,4 12,2 2,9 300 1200 40 0,1675 

MC-FM040D-08 MC-FM240D-08 5/16” 8 13,8 2,9 250 1000 50 0,1900 

MC-FM040E-10 MC-FM240E-10 3/8” 10 16 3 215 860 60 0,2490 

MC-FM040F-13 MC-FM240F-13 1/2” 12,9 20 3,55 180 720 75 0,3140 

MC-FM040G-16 - 5/8” 16,4 23 3,3 145 580 110 0,4010 

MC-FM040H-19 - 3/4” 19,5 26,5 3,5 120 480 150 0,4850 

MC-FM040I-26 - 1” 26 34,2 4,1 97 390 170 0,6890 
 
 

MTH 1 / MTBH 1 
Thermoplastic hydraulic hose with steel braid 

Inner layer: polyester 
Reinforcement: single steel braid 
Cover: polyurethane 
Temperature working: from -40°C to +100°C 

(up to +70°C – water and air) 
 

Flexible, high-pressure hydraulic hose with steel braid intended for oil hydraulic systems, fuels, gases, air and water-
based fluids. Micro-perforated to order (for gases and air). Available in twin version MTBH1.  

Assembly: standard hydraulic ends type Z (IT-66). 

index 
(MTH1) 

index 
(MTBH1) 

DN 
[inch] 

inner diameter 
[mm] 

outer diameter 
[mm] 

wall 
wall 
[mm] 

pressure 
working 

[bar] 

burst pressure 
[bar] 

bending 
radius 
[mm] 

weight 
(MTH1) 
[kg/m] 

ZC-MTH1-05 ZC-MTBH1-05 3/16” 4,8 10 2,6 325 1300 30 0,133 

ZC-MTH1-06 ZC-MTBH1-06 1/4” 6,4 11,9 2,75 300 1200 40 0,170 

ZC-MTH1-08 ZC-MTBH1-08 5/16” 8 14 3 240 960 50 0,216 

ZC-MTH1-10 ZC-MTBH1-10 3/8” 9,7 16 3,15 225 900 60 0,260 

ZC-MTH1-13 ZC-MTBH1-13 1/2” 13 19,2 3,1 190 760 75 0,326 

ZC-MTH1-16 - 5/8” 16,3 23,3 3,5 150 600 110 0,412 

ZC-MTH1-19 - 3/4” 19,2 25,5 3,15 130 520 150 0,454 

ZC-MTH1-25 - 1” 25,6 32,5 3,45 105 420 185 0,590 

ZC-MTH1-32 - 1.1/4” 32 40 4 70 280 290 0,886 
 

 
Thermoplastic hydraulic hose ZC-MTH1-10 3/8” with fitted ISO-F non-drip quick coupling socket. 
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