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Cast-iron clamps with hooks (DIN 20039 B) 

Clamps intended for mounting hose ends and couplings with a hose part ("tail") with a lock (safety flange caught by the hooks), made of high-
quality galvanised malleable cast iron (with chromium-VI-free yellow passivation). Design per DIN 20039 B. PN25 standard – working pressure 
up to 25 bar – assuming proper selection and correct mounting of the hose on hose tails of ends or couplings suited to the working pressure.  
 

* - clamps for flat hoses 

 

Cast iron clamps with lugs (USA version) 

Clamps intended for mounting hose ends and couplings with a hose part ("tail") with a lock (safety flange caught by the hooks), made of high-
quality galvanised malleable cast iron (with chromium-VI-free yellow passivation). Design per DIN 20039 B. PN25 standard – working pressure 
up to 25 bar – assuming proper selection and correct mounting of the hose on hose tails of ends or couplings suited to the working pressure.  
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LU-LB-4 13 21 ÷ 27 

cast iron 

45 55 M8 x 35 

2 

LU-SKA-34 19  30 ÷ 35 43 65 M8 x 45 

LU-LBU-9 19 30 ÷ 33 64 70 M10 x 50 

LU-LB-9 19 33 ÷ 38 70 71 M10 x 50 

LU-LB-10 19 38 ÷ 43 68 78 M10 x 60 

LU-SKA-10 25 34 ÷ 45 70 85 M10 x 50 

LU-LBU-29 50 63 ÷ 70 100 120 M12 x 80 4 

See also clamps for rubber steam hoses in the "Steam ends" section of the INDUSTRIAL HOSES department. 
 

 

 Cast iron clamp without lugs for a 13 mm hose, fixing a 42 mm claw 
coupling for compressed air onto a 13 mm rubber air hose to be 
operated at a working pressure up to 10 bar. The clamp fully tightened 
(at its minimum range) - holds the hose well, as verified by testing.  

Cast iron clamp with lugs for a 25 mm hose, fixing a 42 mm claw coupling for compressed 
air onto a GORILLA 1" hose to be operated at a working pressure up to 25 bar. The clamp 
firmly tightened but not to the end of its range - holds the hose very well, and the additional 
safety necessary at this pressure and diameter is provided by the lugs. 
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LU-SK-29 MU-1322 13 22 ÷ 29 

cast iron 

63 18 M8 x 30 

LU-SK-29-FL* - 19 x 2* - 63 18 M8 x 30 

LU-SK-34 MU-1323 19 28 ÷ 32 77 21 M10 x 35 

LU-SK-34-FL* - 25 x 2* - 77 21 M10 x 35 

LU-SK-39 MU-1324 25 35 ÷ 42 90 22 M10 x 35 

LU-SK-44 MU-1325 28 42 ÷ 45 98 24 M10 x 35 

LU-SK-51 MU-1326 35 45 ÷ 53 108 25 M10 x 45 

LU-SK-60 MU-1327 42 55 ÷ 60 119 26 M10 x 45 

LU-SK-73 MU-1328 50 60 ÷ 73 132 30 M12 x 55 

LU-SK-75 - 75 86 ÷ 102 160 28 M12 x 55 

 

CORRECT SELECTION AND PROPER ASSEMBLY 

A clamp screwed and tightened onto the hose must hold the end loaded with the internal working pressure 

and any mechanical loads (e.g. pulling on the hose). In addition, the mounting must provide a certain 
safety margin. The clamp should be selected to match the outer diameter (thickness) of the hose, so that 
after being firmly tightened there is still scope for further tightening once the hose has been in initial use. 
Clamps with lugs that hook over the flange (lock) provide additional safety. The best method for verifying 
correct selection and assembly is to carry out a pressure test, e.g. at 150% of the working pressure. If you 
lack experience in selection, assembly and verification, please contact Tubes International. 
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