
 

PNEUMATICS   
/ Pneumatic couplings and accessories / Threaded fittings /   

Brass threaded fittings   
    

 

 
 

    
     

6221_PL(EN)2018_0_0  
1 
 

www.tubes-international.com   
 

Brass threaded fittings, series A 
 

Material:    Nickel-plated brass 

Working pressure: Up to 60 bar 

 

Threaded fittings for joining pneumatic components (including 
hoses) together. Leak-tightness of the connection generally 
requires additional seals. For tapered threads, PTFE tape or 
sealant; for parallel threads, aluminium or copper washers. 
Some fittings have an O-ring (NBR).  

 
 
 

Nipple, male thread 

A1 

index thread size 
thread size 

(BSP, metric) 

MW-2101A00 M5 M5 

MW-2101000 M5 1/8” 

MW-2101001 1/8” 1/8” 

MW-2101002 1/8” 1/4” 

MW-2101003 1/8” 3/8” 

MW-2101004 1/4” 1/4” 

MW-2101005 1/4” 3/8” 

MW-2101006 1/4” 1/2” 

MW-2101007 3/8” 3/8” 

MW-2101008 3/8” 1/2” 

MW-2101009 1/2” 1/2” 

MW-2101010 1/2” 3/4” 

MW-2101011 3/4” 3/4” 

 
 
 
 

Socket, female thread 

A3 

index 
thread size 

(BSP, metric) 

MW-2103000 M5 

MW-2103001 1/8” 

MW-2103002 1/4” 

MW-2103003 3/8” 

MW-2103004 1/2” 

 
 
 
 
 
 

Nipple, tapered male thread 

A2 

index thread size 
thread size 

(BSPT) 

MW-2102001 1/8” 1/8” 

MW-2102002 1/8” 1/4” 

MW-2102003 1/8” 3/8” 

MW-2102004 1/4” 1/4” 

MW-2102005 1/4” 3/8” 

MW-2102006 1/4” 1/2” 

MW-2102007 3/8” 3/8” 

MW-2102008 3/8” 1/2” 

MW-2102009 1/2” 1/2” 

MW-2102010 1/2” 3/4” 

MW-2102011 3/4” 3/4” 

 
 
 
 
 
 

Adaptor, female / tapered male thread 

A4 

index 
size 

female thread 
(BSP) 

size 
male thread 

(BSPT) 

MW-2104001 1/8” 1/4” 

MW-2104002 1/8” 3/8” 

MW-2104003 1/4” 3/8” 

MW-2104004 1/4” 1/2” 

MW-2104005 3/8” 1/2” 

MW-2104006 1/2” 3/4” 

 

http://www.tubes-international.com/

