PNEUMATICS [}

mm TUBES®
Wl international o )
Push-in fittings, brass, plastic .

Push-in couplings R series, plastic (2)

"Y" tee fitting Adjustable "Y" tee fjtting, .
male thread BSP / metric (O-ring)
outer dia. | outer dia. outer dia.
index hose hose L L1 index hose thrxad L SW
a1 a2 [mm] [mm] (%) - [mm] [mm]
[mm] [mm] [mm] [mm/inch]

MW-2023001 4 4 32,9 5 MW-2L23401 4 M5 38,7 9
MW-2023002 5 5 35,5 6,5 MW-21.23402 4 1/8” 42,6 12
MW-2023003 6 6 35,5 5,8 MW-2L23403 4 1/14” 46,6 14
MW-2023004 8 8 39,5 7,2 MW-2L23406 6 1/8” 44,9 12
MW-2L23005 10 10 43,1 8,3 MW-2L.23407 6 1/14” 47,9 14
MW-2L23006 12 12 48 10 MW-2L.23409 8 1/8” 48,4 14
MW-2L23301 6 4 34,2 5 MW-2L23410 8 1/4” 52,8 14
MW-21.23303 8 6 37,8 5,8 MW-21.23412 8 3/8” 54,4 17
MW-21.23306 10 8 40,4 7,2 MW-21.23413 10 1/4” 53,8 16
MW-21.23309 12 10 44,2 8,3 MW-21L23415 10 3/8” 56 17
MW-2L23419 12 3/8” 62 19

MW-2L23420 12 1/2” 62,3 22

Angled 90° adjustable "Y" tee fitting,

Reducer "Y" tee fitting with hose tail male thread BSP / metric (O-ring)

outer dia. | outer dia. outer dia. thread
. of hose tail hose L L1 . hose L L1 SW
index index A
D 1] [mm] [mm] (%] [mmyinch] [mm] [mm] [mm]
[mm] [mm] [mm]

MW-2024001 4 4 46,9 29,7 MW-2L25001 4 M5 17,7 13,1 2
MW-2024003 6 6 49,7 32 MW-2L25002 4 M7 17,7 14,6 3
MW-2L24004 8 8 55,1 35,9 MW-2L.25003 4 1/8” 17,7 16,5 3
MW-2L24005 10 10 63,1 39,2 MW-2L.25004 6 1/8” 23 18,3 3
MW-2L24006 12 12 70,5 44 MW-2L25005 6 1/14” 23 21,2 4
MW-2L24301 6 4 48,4 30,7 MW-2L25008 8 1/14” 25,8 22,2 4
MW-2L24303 8 6 53,4 34,2 MW-2L25009 8 3/8” 25,8 23,8 5
MW-2L24306 10 8 60,4 36,6
MW-2L24309 12 10 66,7 40,2
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