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METAL WORK series 70 directional valves 
 

SOV 

Electrically controlled directional valves 

Function:       3/2, 5/2, 5/3, 2 x 3/2 
Size:       1/8” (DN5), 1/4" (DN7,5),  

  3/8” (DN13,3), 1/2" (DN15) 
Work. pressure:   up to 10 bar 
Work. pilots:      minimum 2.5 bar  

Working temp.:   from -10⁰C to +60⁰C (from -40⁰C LT version) 

Material:  aluminium (body), nickel-plated aluminium   
(spool), Hostaform® (pilot piston), plastic 
(covers), brass (coil sleeve), stainless steel 
(core) 

Seal:   NBR 
Connections:   BSP female thread: 1/8”, 1/4", 3/8”, 1/2" 
Pilot connections:  BSP female thread 1/8” (SE control) 
Flow:    1/8”: 550 l/min, 1/4”: 1100 l/min,  

3/8”: 2150 l/min, 1/2”: 4600 l/min 
(at inlet pressure 6 bar and ∆p=1bar) 

 

Universal series 70 spool-type directional valves, in the electric  control (solenoid valves). Indirect electric control with female 
pneumatic assistance (pilot supply) – for valves with SO control. Indirect electric control with male pneumatic assistance (pilot 
supply) – for valves with SE control. The valves are most often used to control actuator operation. They can be mounted in-line, 
on a wall, directly onto actuators using special brackets or on a manifold block. Accessories (coils and plugs), ordered separately, 
are shown later in this chapter. A LT version is available on special order ("low temperature”) version is available for low working 
temperatures from -40ºC, with HNBR sealing. 
 

type designation key 

family size function control (14) return (12) further description 

SOV – piloted 
valve 
electrically 
(solenoid valve) 

2 – 1/8” 
3 – 1/4" 
C – 3/8” 
4 – 1/2" 

3 – 3/2 
5 – 5/2 
6 – 5/3 
8 – 2 x 3/2 

SO – solenoid valve 
SE – solenoid valve with external pilot 
supply 

S – mechanical spring 
B – bistable 
D – differential 
A – mechanical spring with 
pneumatic assist (option) 

NC – normally closed 
NO – normally open 
OO – 3/2 bistable or 5/2 valve 
CC – outlets shut off 
OC – outlets exhausted 
PC – outlets pressurised 

 
1/8” 1/4” 3/8” 1/2" function and symbol 

index type index type index type index type   

MW-7010020100 
SOV 23 SOB 

OO 
MW-7020020100 

SOV 33 SOB 
OO 

MW-7040020100 
SOV C3 SOB 

OO 
MW-7030020100 

SOV 43 SOB 
OO 

3/2 

 

MW-7010020200 
SOV 23 SOS 

NC 
MW-7020020200 

SOV 33 SOS 
NC 

MW-7040020200 
SOV C3 SOS 

NC 
MW-7030020200 

SOV 43 SOS 
NC 

 

MW-7010020300 
SOV 23 SEB 

OO 
MW-7020020300 

SOV 33 SEB 
OO 

MW-7040020300 
SOV C3 SEB 

OO 
MW-7030020300 

SOV 43 SEB 
OO 

 

MW-7010020400 
SOV 23 SOS 

NO 
MW-7020020400 

SOV 33 SOS 
NO 

MW-7040020400 
SOV C3 SOS 

NO 
MW-7030020400 

SOV 43 SOS 
NO 

 

MW-7010020500 
SOV 23 SES 

NC 
MW-7020020500 

SOV 33 SES 
NC 

MW-7040020500 
SOV C3 SES 

NC 
MW-7030020500 

SOV 43 SES 
NC 

 

MW-7010021100 
SOV 25 SOS 

OO 
MW-7020021100 

SOV 35 SOS 
OO 

MW-7040021100 
SOV C5 SOS 

OO 
MW-7030021100 

SOV 45 SOS 
OO 

5/2 

 

MW-7010021200 
SOV 25 SOB 

OO 
MW-7020021200 

SOV 35 SOB 
OO 

MW-7040021200 
SOV C5 SOB 

OO 
MW-7030021200 

SOV 45 SOB 
OO 

 

MW-7010021300 
SOV 25 SOD 

OO 
MW-7020021300 

SOV 35 SOD 
OO 

MW-7040021300 
SOV C5 SOD 

OO 
MW-7030021300 

SOV 45 SOD 
OO 

 

MW-7010021500 
SOV 25 SES 

OO 
MW-7020021500 

SOV 35 SES 
OO 

MW-7040021500 
SOV C5 SES 

OO 
MW-7030021500 

SOV 45 SES 
OO 

 

MW-7010021600 
SOV 25 SEB 

OO 
MW-7020021600 

SOV 35 SEB 
OO 

MW-7040021600 
SOV C5 SEB 

OO 
MW-7030021600 

SOV 45 SEB 
OO 
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