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NITTO KOHKI quick couplings – HI CUPLA (1) 
 

HI CUPLA (1/4” ÷ 1”) 
High-quality Japanese quick coupling for air  

Standard:  manufacturer standard 
Material:  brass / chrome steel / AISI stainless. AISI 304 
Working pressure: 10 bar (brass),  

   15 bar (chrome steel, AISI 304 steel) 
Working temp.: from -20°C to +80°C (NBR) 

   from -20°C to +180°C (option viton) 
 
 

 Universal one-way shut-off quick couplings with excellent durability and 
vibration resistance. Designed to connect pneumatic tools (e.g. pneumatic 
nail guns) to an air system (chrome carbon steel version) and to water 
systems (brass, stainless steel version). The standard seal is NBR, 
optionally viton. HI CUPLA quick couplings come in two sizes that do not 
connect together (NK-20, 30, 40 are one size, and NK-400, 600, 800 the 
other). 
Capacity: given for air at 5 bar pressure: 4000 l/min (1”, socket 800SM and plug 800 PH), 3200 l/min (3/4”, 600SM and 600 PH), 
2600 l/min (1/2”, 400SM and 400PH), 1700 l/min (1/2”, 40SM and 40PH), 1600 l/min (3/8”, 30SM and 30 PH), 1000 l/min (1/4”, 
20SM and 20PH). 
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Plug with BSPT male thread, without valve 

NK-20PM-B NK-20PM-S NK-20PM-SS 1/4” 41 20 14 

7,5 

13 

NK-30PM-B NK-30PM-S NK-30PM-SS 3/8” 42 20 171) 14 

NK-40PM-B NK-40PM-S NK-40PM-SS 1/2” 46 20 22 16 

NK-400PM-B NK-400PM-S NK-400PM-SS 1/2” 50 23 22 

13 

16 

NK-600PM-B NK-600PM-S NK-600PM-SS 3/4” 55 23 32 18 

NK-800PM-B NK-800PM-S NK-800PM-SS 1” 63 23 35 22 

 

Plug with BSPT female thread, without valve 

NK-20PF-B NK-20PF-S NK-20PF-SS 1/4” 36 20 17 

7,5 

13 

NK-30PF-B NK-30PF-S NK-30PF-SS 3/8” 37 20 21 14 

NK-40PF-B NK-40PF-S NK-40PF-SS 1/2” 38 20 29 15 

NK-400PF-B NK-400PF-S NK-400PF-SS 1/2” 41 23 29 

13 

15 

NK-600PF-B NK-600PF-S NK-600PF-SS 3/4” 45 23 35 17 

NK-800PF-B NK-800PF-S NK-800PF-SS 1” 54 23 41 22 

 

Plug with hose tail, without valve 

NK-20PH-B NK-20PH-S NK-20PH-SS hose 1/4" 57 20 - 

7,5 

30 

NK-30PH-B NK-30PH-S NK-30PH-SS hose 3/8” 61 20 - 34 

NK-40PH-B NK-40PH-S NK-40PH-SS hose 1/2” 63 20 - 36 

NK-400PH-B NK-400PH-S NK-400PH-SS hose 1/2” 66 23 - 

13 

36 

NK-600PH-B NK-600PH-S NK-600PH-SS hose 3/4” 77 23 - 45 

NK-800PH-B NK-800PH-S NK-800PH-SS hose 1” 85 23 - 54 

1) - for chrome steel: SW = 19 mm 

Example use of  
HI CUPLA quick couplings to connect pneumatic tools: 
 
1 - pneumatic nail gun; 
2 - pneumatic wrench. 

  

 

NITTO KOHKI quick couplings – HI CUPLA (2) 
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Socket with valve with BSPT male thread 

1:1 (NK-30PM…) 

 

 

 

HI CUPLA: correct flow direction – from socket to plug 
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