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NiTO brass hose ends and connectors 
 

Type A hose ends 

Popular water hose ends with flat seal 

Material:      brass  
Working pressure: up to 25 bar 
Working temperature: up to +80°C 
 
 
 
 
 

 
 

Brass hose ends with female and male thread, with flat seal by a rubber gasket seated in the profiled groove of the 
end. Intended for water, for joining hoses together and connecting to tap installations. Used in particular for water 
from the mains supply: in horticulture, agriculture, industry and all other applications. 
 

Type A hose end for hose with male BSP thread 

 

index 
thread size 

[inch] 
hose diameter 

[inch] 

NT-27110A4 1/2” 1/2” 

NT-27210A4 3/4” 3/4” 

NT-27240A4 3/4” 1” 

NT-27790A4 3/4” 1/2” 

NT-27410A4 1” 1” 

NT-27710A4 1.1/4” 1.1/4” 

NT-27810A4 1.1/2” 1.1/2” 

NT-27910A4 2” 2” 
 

Type A screw connector 

 

index 
thread size 

[inch] 
hose diameter 

[inch] 

NT-27160A4 1/2” 1/2” 

NT-27260A4 3/4” 3/4” 

NT-27360A4 1/2” 3/4” 
 

Type A universal hose end for hose with female BSP thread 

 

index 
thread size 

[inch] 
hose diameter 

[mm] 

NT-27L42A4 1/2” from 15 to 6.3 

 

Type A hose end for hose with female BSP thread, nut 

 

Index 
thread size 

[ca] 
hose diameter 

[inch] 
version 

NT-27150A4 1/2” 1/2” 1 

NT-27250A4 3/4” 3/4” 1 

NT-27350A4 3/4” 1/2” 1 

NT-27450A4 1” 1” 2 

NT-27550A4 1” 1/2” 2 

NT-27650A4 1” 3/4” 2 

NT-27750A4 1.1/4” 1.1/4” 2 

NT-27850A4 1.1/2” 1.1/2” 2 

NT-27950A4 2” 2” 2 

 
 
 
 

Type A hose end gasket 

 

index 
thread size 

[inch] 
dimensions 

[mm] 

NT-1-290A8 1/2” 18 x 12,4 x 2 

NT-1-300A8 3/4” 23 x 16,7 x 2 

NT-1-320A8 1” 29 x 23 x 2,5 

NT-1-900A8 1.1/4” 38 x 29 x 2 
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