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MEASURING SYSTEMS - hose fittings

ORFS female thread

801.53
press. 
[bar] code L 

[mm]
thread 
size d1

400 PS-801-53-506-00 18 11/16”-16 UN

Pressure gauge fitting

801.50
press. 
[bar] code L 

[mm]
thread 
size d1

630 PS-801-50-304-00 23 1/4”-18 NPTF

Pressure gauge fitting

801.50
804.50

press. 
[bar] code L 

[mm]
thread 
size d1

630
PS-801-50-204-00 15 1/4” BSP
PS-801-50-208-00 17 1/2” BSP
PS-801-50-112-00 17 M20x1.5

500 PS-804-50-204-00 15 1/4” BSP

90° elbow. female thread. 24° cone. O-ring. DKOL / DKOS

801.42 
801.43

press. 
[bar] code L 

[mm]
d 

[mm] 
thread 
size d1

315 PS-801-42-006-00 32 6 M12x1.5
630 PS-801-43-006-00 32 6 M14x1.5
315 PS-801-42-008-00 30 8 M14x1.5
630 PS-801-43-008-00 30 8 M16x1.5
315 PS-801-42-010-00 30 10 M16x1.5
630 PS-801-43-010-00 30 10 M18x1.5

Female thread. 24° cone. O-ring. DKOL / DKOS

801.40
801.41
804.40
804.41

press. 
[bar] code L 

[mm]
d 

[mm] 
thread 
size d1

315 PS-801-40-006-00 21 6 M12x1.5
630 PS-801-41-006-00 21 6 M14x1.5
315 PS-801-40-008-00 21 8 M14x1.5
630 PS-801-41-008-00 21 8 M16x1.5
315 PS-801-40-010-00 21 10 M16x1.5
630 PS-801-41-010-00 21 10 M18x1.5
315 PS-804-40-006-00 21 6 M12x1.5
500 PS-804-41-006-00 21 6 M14x1.5
315 PS-804-40-008-00 21 8 M14x1.5
500 PS-804-41-008-00 21 8 M16x1.5
315 PS-804-40-010-00 21 10 M16x1.5
500 PS-804-41-010-00 21 10 M18x1.5

90° elbow. female thread (with cutting ring). 24° cone

801.36 
801.37

press. 
[bar] code L 

[mm]
d 

[mm] 
thread 
size d1

315 PS-801-36-006-00 28 6 M12x1.5
630 PS-801-37-006-00 28 6 M14x1.5
315 PS-801-36-008-00 30 8 M14x1.5
630 PS-801-37-008-00 30 8 M16x1.5

Test fitting with female thread

801.10.125
press. 
[bar] code L 

[mm]
thread 
size d1

630 PS-801-10-125-00 22 S12.65x1.5


