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RECTUS quick couplings – series 02KA DN1,5 (1) 
 

Series 02KA DN1,5 
Miniature universal quick coupling 

Standard:  manufacturer standard 
Working pressure: 35 bar  
Capacity: 40 l/min, Pe=6 bar, Δt=0.5 bar (air) 

water: Kv =0,048 (0.8 l/min at Δt=1 bar) 
Material:   brass / nickel-plated brass 
   steel stainless. AISI 301 (spring, ring) 
   steel stainless. AISI 420 (locking balls) 
Working temp.: from -20°C to +100°C (NBR) 
   (depending on the medium) 

 

The smallest industrial quick coupling single shut-off for gas and air transfer. Used mainly in medical, 
measuring and control technology, in laboratories, textile machines, pneumatic tools, blood-pressure 
measuring devices, as well as specific fluid applications owing to its size. It can be operated with one 
hand. High flow rate at low pressure drop.  
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RE-02SFAM03MXX 

with male 
male 

brass GZ M3 6 11 - 3 - 

RE-02SFAM03MXN nickel-plated brass GZ M3 6 11 - 3 - 

 

RE-02SFIM03MXX 

with male 
female 

brass GW M3 6 10 - 3 - 

RE-02SFIM03MXN nickel-plated brass GW M3 6 10 - 3 - 

 

RE-02SFTF02MXX 

with end 
for hose 

brass 2 mm - 12 4 5,5 - 

RE-02SFTF02MXN nickel-plated brass 2 mm - 12 4 5,5 - 

RE-02SFTF03MXX brass 3 mm - 13 5 6,5 - 

RE-02SFTF03MXN nickel-plated brass 3 mm - 13 5 6,5 - 

 

RE-02SFTS02MXX 
with end 
for hose, 
bulkhead 

brass 2 mm 7 22 - 5,5 8 

RE-02SFTS02MXN nickel-plated brass 2 mm 7 22 - 5,5 8 

 
 

 

 

For operation at the lowest working pressures and with safe substances, the simplest solution is to push a soft hose (e.g. PVC or silicone) onto the hose tail of the 
quick coupling socket and plug, without any hose clamp. Above is an example with a PVC CRISTALLO DN3 hose. 
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