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RECTUS quick couplings- EUROSTANDARD DN7.2 – series 25KA / 25KB 
 

Series 25KA DN7,8 / 25KB DN7,4 
Universal quick coupling of robust design 

Standard:  Eurostandard DN7.2 
Working pressure: 35 bar  
Capacity:  1800 l/min (25KA), 710 l/min (25KB) 

(Pe=6 bar, Δt=0.5 bar, air)  
   33.5 l/min (25KA, water, Δt=1 bar, Kv=2,0)  

13.5 l/min (25KB, water, Δt=1 bar, Kv=0,81) 

 

Working temp.: From -20°C to +100°C (NBR - standard), from -15°C to +200°C 
(viton - option), from -40°C to +120°C (EPDM - option), from 0°C to +316°C (Kalrez, FFKM - option), depending on the medium. 

Material: In the standard version, the 25KA socket – nickel-plated brass body, locking sleeve of nickel-plated hardened steel, internal parts of 
brass, valve of nickel-plated zinc alloy, springs, ring and balls of stainless steel, NBR seal. The 25SF plug is standard of galvanised hardened 
steel. In the standard version, the 25KB socket – body, locking sleeve, internal parts and valve of brass, springs, ring and balls of stainless 
steel, NBR seal. The 25SB plug is standard of brass with an NBR seal. Versions in other materials available (nickel-plated brass, AISI 303 or 
AISI 316 stainless steel) – contact Tubes International. 

Description: Quick coupling of robust design and very high flow rate thanks to the ULTRA-FLO valve. One-hand operation. Offered as single-
shut-off (socket 25KA, plug 25SF) and double-shut-off (socket 25KB, plug 25SB). Do not combine the one-way shut-off version with the two-
way shut-off version (the valve will not open).  

Application: All fields of modern engineering, industry, workshops - for compressed air, liquids and gases. 
 

plug index version 
connection 

A 
SW 

[mm] 
L 

[mm] 
L1 

[mm] 
D 

[mm] 

 

RE-25SFAK10SXZ with male 
thread, 

without valve, 
single 

shut-off 

GZ 1/8” BSPT 13 33 9 - 

RE-25SFAK13SXZ GZ 1/4” BSPT 14 36,5 12 - 

RE-25SFAK17SXZ GZ 3/8” BSPT 17 37 12 - 

RE-25SFAK21SXZ GZ 1/2” BSPT 22 43 17 - 

 

RE-25SFIW10SXZ with male 
female, 

without valve, 
single 

shut-off 

GW 1/8” BSP 14 30 5 - 

RE-25SFIW13SXZ GW 1/4” BSP 17 38,5 12 - 

RE-25SFIW17SXZ GW 3/8” BSP 19 39,5 12 - 

RE-25SFIW21SXZ GW 1/2” BSP 24 44 14 - 

 

RE-25SFTF06SXZ with end 
for hose, 

without valve, 
single 

shut-off 

6 mm - 48 25 12 

RE-25SFTF08SXZ 8 mm - 48 25 12 

RE-25SFTF09SXZ 9 mm - 48 25 12 

RE-25SFTF10SXZ 10 mm - 48 25 12 

RE-25SFTF13SXZ 13 mm - 48 25 15 

 

socket index version 
connection 

A 
SW 

[mm] 
L 

[mm] 
L1 

[mm] 
D 

[mm] 

 

RE-25KAAK13MPN with male 
thread, 

with valve, 
single 

shut-off 

GZ 1/4” BSPT 19 60 12 23 

RE-25KAAK17MPN GZ 3/8” BSPT 19 60 12 23 

RE-25KAAK21MPN GZ 1/2” BSPT 22 61 17 23 

 

RE-25KAIW13MPN with male 
female, 

with valve, 
single 

shut-off 

GW 1/4” BSP 19 56 10 23 

RE-25KAIW17MPN GW 3/8” BSP 19 55 9 23 

RE-25KAIW21MPN GW 1/2” BSP 24 58 12 23 

 

RE-25KATF06MPN 
with end 
for hose, 

with valve, 
single 

shut-off 

6 mm 19 74 25 23 

RE-25KATF08MPN 8 mm 19 74 25 23 

RE-25KATF09MPN 9 mm 19 74 25 23 

RE-25KATF10MPN 10 mm 19 74 25 23 

RE-25KATF13MPN 13 mm 19 74 25 23 

Double-shut-off version (sockets 25KB, plugs 25SB) available on request. 

RECTUS quick couplings - EUROSTANDARD DN7.2 – series 1600KA / 1625KA 
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