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Sewer cleaning hoses – rubber (2) 
 

FLEXY 

300 bar small-diameter rubber hose for sewer cleaning 

Inner layer: black, smooth synthetic rubber  
Reinforcement:  single steel braid 
Cover: black, smooth synthetic rubber 
Working temperature:  from -40°C to +100°C 
 

Very flexible hose designed for high-pressure sewer cleaning. It offers very high abrasion 
resistance. Supplied as a complete line with ends. The line has a red marker 0.5 m from the 
end. Other fittings and lengths available - contact Tubes International. 

index 
diameter 

inner 
[mm] 

diameter 
withouter 

[mm] 

size 
thread 
(inlet) 

size 
thread 
(outlet) 

pressure 
working 

[bar] 

length 
length 

[m] 

RM-420311010 6 10,8 GZ M22x1,5 
male thread 1/4” BSP + 

O-ring 
300 10 

RM-420311015 6 10,8 GZ M22x1,5 
male thread 1/4” BSP + 

O-ring 
300 15 

RM-420311020 6 10,8 GZ M22x1,5 
male thread 1/4” BSP + 

O-ring 
300 20 

RM-420311025 6 10,8 GZ M22x1,5 
male thread 1/4” BSP + 

O-ring 
300 25 

RM-420311030 6 10,8 GZ M22x1,5 
male thread 1/4” BSP + 

O-ring 
300 30 

 

RM-420342010 6 10,8 
male thread 1/4” BSP + 

O-ring 
male thread 1/4” BSP + 

O-ring 
300 10 

RM-420342015 6 10,8 
male thread 1/4” BSP + 

O-ring 
male thread 1/4” BSP + 

O-ring 
300 15 

RM-420342020 6 10,8 
male thread 1/4” BSP + 

O-ring 
male thread 1/4” BSP + 

O-ring 
300 20 

RM-420342025 6 10,8 
male thread 1/4” BSP + 

O-ring 
male thread 1/4” BSP + 

O-ring 
300 25 

RM-420342030 6 10,8 
male thread 1/4” BSP + 

O-ring 
male thread 1/4” BSP + 

O-ring 
300 30 

 
 
Accessories – sewer cleaning nozzles for FLEXY hose 

drawing and diagram  
of water jet flow from the nozzle 

index 
connection size  

 
calibration description 

 

RM-65105 

GW 1/4” BSP 

035 

Nozzle for unblocking clogged pipes and flushing out 
dirt (waste): 
- without centre hole and with 3 rear holes (45°). 

Material: stainless steel. 
Working pressure: up to 250 bar. Diameter: Ø 19 
mm. 

RM-65104 040 

RM-65100 045 

RM-65108 050 

RM-65116 055 

RM-65110 060 

RM-65140 090 

RM-65148 120 

 

RM-65114 

GW 1/4” BSP 

040 

Nozzle for unblocking clogged pipes and flushing out 
dirt (waste):  
- with centre hole and 3 rear holes (45°). 

Material: stainless steel. 
Working pressure: up to 250 bar. Diameter: Ø 19 
mm. 

RM-65112 045 

RM-65113 050 

RM-65115 055 

RM-65118 060 

RM-65120 075 

RM-65125 090 

RM-65130 100 

RM-65146 110 

RM-200049794 

GW 1/4” BSP 

040 
Rotary nozzle for unblocking clogged pipes and 
flushing out dirt (waste): 
- with 3 rear holes (45°). 

Material: stainless steel (body), brass (rotor). 

RM-200049795 045 

RM-200049800 050 

RM-200049805 055 

RM-200049810 060 
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