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Brass check valves and filters 
 

Check valve type 2280 / 2281 
Mesh filter type 2310 
Brass spring-loaded disc check valve 

Basket mesh filter 

Valve body material:  brass 
Valve disc material:  POM  (type 2280) 
     brass  (type 2281) 
Disc seal:  NBR  (type 2280) 
     FKM  (type 2281) 
Spring material:  stainless steel AISI 302 
Filter material:    stainless steel AISI 304 / PA 
Connections:   BSP thread (ISO 228-1) 
Working temperature:  from -10°C to +90°C 

Universal disc check valve of compact design, for industrial applications, prevents backflow of liquid. Fitted with a disc (plate) 
pressure spring, it provides leak-tightness without back pressure. The valve can be mounted in any position, with flow direction 
per the arrow on the body*. Combined with basket mesh filter type 2310, it can serve as a foot valve at the pipeline end. Fil ter 
hole diameter 1 mm across the whole size range. The valve can be used in hydraulic, heating and air-conditioning installations 
and in compressed air systems. The valve can be used with non-hazardous liquids and gases compatible with the chemical 
resistance of the valve materials. Complies with the Pressure Equipment Directive PED 2014/68/EU, within sound engineering 
practice (SEP), for group 2 fluids (non-hazardous), in accordance with Art. 4(3) (without CE marking). Compliant with the RoHS 
materials directive 2011/65/EU and REACH regulation 1907/2006. The stated minimum working temperature applies to a valve 
emptied of freezing liquid. 

* Note: Maintain the flow direction per the arrow on the body! Permissible mounting positions: vertical, horizontal and intermediate positions. To ensure correct 
operation, maintain a minimum valve mounting distance from pumps or bends of 10x DN of the pipeline. 

* Kv - valve flow coefficient expressed in metric units (water flow in m3 per hour at a pressure drop of 1 bar) – estimated values. 
 

Valve and filter construction Working pressure / Working temperature 

 

 
Disc check valve with filter (foot valve) 

 

1 – body: brass CW617N 

2 – connection: brass CW617N 

3 – gasket: NBR (2280) / FKM (2281) 

4 – disc with stem: POM (2280) /  

brass CW617N (2281) 

5 – spring: stainless steel AISI 302 

6 – mesh: stainless steel AISI 304 

7 – connection: POM 
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-10°C ÷ +90°C 

type 2280 type 2281 type 2310 valve filter valve filter valve filter type 2280 type 2281 type 2280 type 2281 
type 
2310 

RV-2280-010 - RV-2310-010 10 3/8” 10 7 45 51 29 23 16 - 0,02 2,7 0,092 - 0,005 

RV-2280-013 RV-2281-013 RV-2310-013 15 1/2” 11 8 48 50 30 26 16 35 0,02 4,2 0,105 0,118 0,008 

RV-2280-019 RV-2281-019 RV-2310-019 20 3/4” 12 9 53 57 37 32 16 35 0,02 7,0 0,160 0,183 0,013 

RV-2280-025 RV-2281-025 RV-2310-025 25 1” 13 9 59 57 44 41 16 35 0,02 10,0 0,246 0,280 0,015 

RV-2280-032 RV-2281-032 RV-2310-032 32 1.1/4” 14 11 66 68 56 48 10 25 0,02 18,2 0,348 0,404 0,018 

RV-2280-038 RV-2281-038 RV-2310-038 40 1.1/2” 15 11 71 78 63 55 10 25 0,02 23,0 0,485 0,526 0,042 

RV-2280-050 RV-2281-050 RV-2310-050 50 2” 16 12 80 95 78 68 10 25 0,02 39,0 0,770 0,886 0,062 

RV-2280-065 RV-2281-065 RV-2310-065 65 2.1/2” 18 13 93 98 103 86 8 12 0,02 60,0 1,060 1,594 0,103 

RV-2280-075 RV-2281-075 RV-2310-075 75 3” 20 14 104 113 120 99 8 12 0,1 88,0 2,010 2,575 0,140 

RV-2280-100 RV-2281-100 RV-2310-100 100 4” 22 14 119 131 155 122 8 12 0,1 160,0 3,730 4,625 0,173 
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