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Brass ball valves 
 

Ball valve type 4190 / 4350 / 4420 / 4194 / 
4354 / 4424 
Durable, two-piece, brass ball valve with straight or 
butterfly lever 

Body material:  nickel-plated brass 
Ball material:  chromed brass 
Lever material:  aluminium 
Ball seal:  PTFE 
Stem seal: FKM (viton) + NBR 
Connections:   BSP / BSPT thread (ISO 7-1) 

Working temperature: from -20°C to +150°C 

Professional, two-piece, full-bore shut-off ball valve of European manufacture, cast, with an aluminium straight lever or butterfly lever, intended 
for industrial installations. Can be used for air, neutral gases, water, chemicals, petrochemical products, etc., free of solid contaminants, compatible 
with the chemical resistance of the valve materials. Features anti-blowout stem protection. Meets the requirements of the pressure directive PED 
2014/68/EU: a) for sizes up to DN25 (1”) inclusive within sound engineering practice (SEP), per art. 4 sect. 3 (without CE marking); b) for sizes 
from DN32 (1.1/4”) for liquids gr.1 and 2 and for group 2 gases (non-hazardous) – CE marking, category I and II – per manufacturer's declaration. 
Meets EN 13828 for valves in building water installations (DN10 ÷ DN50) Certified for potable water applications WRAS (UK) and D.M. 174 (Italy). 
Compliant with RoHS 2011/65/EU and REACH regulation 1907/2006. The working pressure depends on the working temperature. The stated 
minimum working temperature applies to a valve drained of freezing liquid. 

index 
bore diameter 

[mm] 
length 
[mm] 

thread size 
[inch] 

thread length 
[mm] 

lever length 
[mm] 

working pressure 
[bar] Kv* 

[m3/h] 
weight 

[kg] 
-20°C ÷ +95°C +150°C 

type 4190 (2 x female thread BSP, straight lever) 

RV-4190-006 10 45 1/4” 12 80 64 36 4,1 0,118 

RV-4190-010 10 45 3/8” 12 80 64 36 6,3 0,121 

RV-4190-013 15 59 1/2” 17 90 64 36 15,5 0,218 

RV-4190-019 20 69 3/4” 18 120 40 22 31,0 0,356 

RV-4190-025 25 83 1” 22 120 40 22 52,0 0,551 

RV-4190-032 32 94 1.1/4” 24 135 40 22 100,0 0,794 

RV-4190-038 40 102 1.1/2” 24 160 40 22 180,0 1,132 

RV-4190-050 50 124 2” 28 160 40 22 350,0 1,759 

RV-4190-065 65 148 2.1/2” 30 265 40 22 350,0 3,793 

RV-4190-075 80 171 3” 33 265 32 18 1000,0 5,457 

RV-4190-100 100 206 4” 40 265 25 13 1550,0 7,952 

type 4350 (female thread BSP / male thread BSPT, straight lever) 

RV-4350-010 10 53 3/8” 13,5 80 64 36 6,3 0,125 

RV-4350-013 15 67 1/2” 16 90 64 36 15,5 0,227 

RV-4350-019 20 76 3/4” 17,5 120 40 22 31,0 0,367 

RV-4350-025 25 91 1” 21 120 40 22 52,0 0,531 

RV-4350-032 32 101 1.1/4” 22,5 135 40 22 100,0 0,839 

RV-4350-038 40 113 1.1/2” 22,5 160 40 22 180,0 1,206 

RV-4350-050 50 134 2” 26,5 160 40 22 350,0 1,873 

RV-4350-065 65 164 2.1/2” 30 265 40 22 350,0 3,843 

RV-4350-075 80 187 3” 33 265 32 18 1000,0 5,459 

RV-4350-100 100 221 4” 40 265 25 13 1550,0 8,168 

type 4420 (2 x male thread BSPT, straight lever) 

RV-4420-013 15 71 1/2” 16 90 64 36 15,5 0,229 

RV-4420-019 20 82 3/4” 17,5 120 40 22 31,0 0,368 

RV-4420-025 25 97,5 1” 21 120 40 22 52,0 0,546 

RV-4420-032 32 108 1.1/4” 22,5 135 40 22 100,0 0,851 

RV-4420-038 40 122 1.1/2” 22,5 160 40 22 180,0 1,226 

RV-4420-050 50 146 2” 26,5 160 40 22 350,0 1,934 

type 4194 (2 x female thread BSP, butterfly lever) 

RV-4194-06 10 45 1/4” 12 52 64 36 4,1 0,116 

RV-4194-10 10 45 3/8” 12 52 64 36 6,3 0,117 

RV-4194-13 15 59 1/2” 17 60 64 36 15,5 0,212 

RV-4194-19 20 69 3/4” 18 73 40 22 31,0 0,338 

RV-4194-25 25 83 1” 22 73 40 22 52,0 0,485 

type 4354 (female thread BSP / male thread BSPT, butterfly lever) 

RV-4354-10 10 53 3/8” 13,5 52 64 36 6,3 0,122 

RV-4354-13 15 66 1/2” 16 60 64 36 15,5 0,220 

RV-4354-19 20 76 3/4” 17,5 73 40 22 31,0 0,356 

RV-4354-25 25 91 1” 21 73 40 22 52,0 0,510 

type 4424 (2 x male thread BSPT, butterfly lever) 

RV-4424-13 15 71 1/2” 16 60 64 36 15,5 0,217 

RV-4424-19 20 82 3/4” 17,5 73 40 22 31,0 0,352 

RV-4424-25 25 97,5 1” 21 73 40 22 52,0 0,577 

* Kv - valve flow coefficient in metric units (water flow in m3 per hour at a pressure drop of 1 bar). 
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