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PVC food-grade hoses 
 

PVC STAR CR2 

Braid-reinforced PVC hose for general purpose and food 
applications 

Material:    transparent PVC 
Reinforcement:    polyester braid 
Working temperature:  from -15°C to +60°C 

(working pressure depends on 
temperature) 

 
Light, flexible general-purpose pressure delivery hose. Used for air, water, light chemicals and liquid and semi-liquid 
food products: water, juices, beverages, beer, wine, alcohols up to 50%, as well as milk and dairy products, at 
temperatures up to +40°C. Not recommended for food substances containing fats and oils.  
 

Standards and requirements: 
Food industry - temporary contact with food: hose compliant with European requirements 1935/2004/EC and 
10/2011/EU (simulants A, B, C, D1), 2023/2006/EC (GMP), under the conditions, time and temperature per the 
manufacturer's declaration of conformity (available at Tubes International). 
 

Marking: 

SO-PVCSTAR-CR2-06X12  (EU)No10/2011 Sim. A, B, C, D1 www.tubes-international.com Made in France [batch no.] 
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[kg/m] 

length 
length 

[m] 

SO-PVCSTAR-CR2-06X12 6 12 3 22 66 18 0,10 50 

SO-PVCSTAR-CR2-08X14 8 14 3 20 60 27 0,13 50 

SO-PVCSTAR-CR2-10X16 10 16 3 20 60 37 0,15 50 

SO-PVCSTAR-CR2-12X18 12,5 18 2,75 20 60 67,5 0,16 50 

SO-PVCSTAR-CR2-16X23 16 23 3,5 20 60 70 0,26 50 

SO-PVCSTAR-CR2-19X26 19 26 3,5 20 60 95 0,30 50 

SO-PVCSTAR-CR2-25X33 25 33 4 16 48 155 0,44 25 

SO-PVCSTAR-CR2-32X42 32 42 5 12 36 160 0,70 25 

SO-PVCSTAR-CR2-38X48 38 48 5 12 36 210 0,81 25 

SO-PVCSTAR-CR2-50X60 50 60 5 8 24 250 1,06 25 

Note: indexes highlighted in colour – most commonly used 
 

Relationship between burst pressure and working pressure 
as a function of temperature for typical PVC hoses 

temperature 20°C 30°C 40°C 50°C 60°C 70°C 

pressure 100% 74% 55% 40% 30% 22% 

 
 

 
 
PVC STAR CR2 hose can be fitted with ends using any 
type of clamp or ferrule. 
In many food, pharmaceutical and cosmetic hose 

applications, standard high-pressure hydraulic hose ends in 

stainless steel are used. This allows easy selection of end 

type and size from the wide range of hydraulic ends. These 

ends should be fitted with special ferrules for industrial 

hoses. End material – AISI 316 stainless steel, ferrule 

material – AISI 304 stainless steel. 
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