POWER HYDRAULICS (HIGH PRESSURES) .

mm TUBES®

Wl International )
Adaptors hydraulic .

* - also available in AISI 316 steel (-SS at the end of the index)
** - 60° cone sealing possible, also available in AISI 316 steel, seal. viton (-SS at the end of the index)

Adaptors BSP

male BSP (60° cone) / female BSP (60° cone)
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index (steel index (steel index (steel index (steel index (steel
galvanised.) galvanised.) galvanised.) galvanised.) galvanised.)
1/8” 1/8” TI-A104-02-02* TI-A114C-02* TI-A114-02 TI-A126-02* TI-A127-02¢
1/8” 1/4” TI-A104-02-04* - - - -
1/4” 1/4” TI-A104-04-04* TI-A114C-04* TI-A114-04* TI-A126-04* TI-A127-04*
1/4” 3/8” TI-A104-04-06* - - - -
1/4” 1/2” TI-A104-04-08* - - - -
3/8” 1/8” TI-A104-06-02 - - - -
3/8” 1/4” TI-A104-06-04* - - - -
3/8” 3/8” TI-A104-06-06* TI-A114C-06* TI-A114-06* TI-A126-06* TI-A127-06*
3/8” 172" TI-A104-06-08* - - - -
3/8” 3/14” TI-A104-06-12 - - - -
1/2” 1/4” TI-A104-08-04* - - - -
172" 3/8” TI-A104-08-06* - - - -
1/2” 1/2” TI-A104-08-08* TI-A114C-08* TI-A114-08* TI-A126-08* TI-A127-08*
1/2” 5/8” TI-A104-08-10 - - - -
172" 3/14” TI-A104-08-12* - - - -
1/2” 17 TI-A104-08-16 - - - -
5/8” 5/8” TI-A104-10-10 - TI-A114-10 - -
3/14” 3/8” TI-A104-12-06 - - - -
3/14” 1/2” TI-A104-12-08* - - - -
3/4” 3/4” TI-A104-12-12* TI-A114C-12* TI-A114-12* TI-A126-12* TI-A127-12*
3/14” 1” TI-A104-12-16* - - - -
17 1/2” TI-A104-16-08 - - - -
1” 3/4” TI-A104-16-12* - - - -
1” 1” TI-A104-16-16* TI-A114C-16* TI-A114-16* TI-A126-16* TI-A127-16*
17 1.1/4” TI-A104-16-20* - - - -
1.1/4” 1.1/4” TI-A104-20-20* TI-A114C-20* TI-A114-20* TI-A126-20* TI-A127-20*
1.1/4” 1.1/2" TI-A104-20-24* - - - -
1.1/2” 1.1/2” TI-A104-24-24* TI-A114C-24* TI-A114-24* TI-A126-24* TI-A127-24*
1.1/2" 2" TI-A104-24-32* - - - -
2" 2" TI-A104-32-32* TI-A114C-32* TI-A114-32* TI-A126-32* TI-A127-32*
female BSP (cone 60°)
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index (steel index (steel index (steel index (steel index (steel index (steel
galvanised.) galvanised.) galvanised.) galvanised.) galvanised.) galvanised.)
1/8” TI-A105-02* TI-A115C-02* TI-A115-02 TI-A117-02* - TI-A112-02*
1/4" TI-A105-04* TI-A115C-04* TI-A115-04* TI-A117-04* TI-A128-04* TI-A112-04*
3/8” TI-A105-06* TI-A115C-06* TI-A115-06* TI-A117-06* TI-A128-06* TI-A112-06*
1/2" TI-A105-08* TI-A115C-08* TI-A115-08* TI-A117-08* TI-A128-08* TI-A112-08*
5/8” TI-A105-10 - TI-A115-10 - - TI-A112-10*
3/4" TI-A105-12* TI-A115C-12* TI-A115-12* TI-A117-12* TI-A128-12* TI-A112-12*
17 TI-A105-16* TI-A115C-16* TI-A115-16* TI-A117-16* TI-A128-16* TI-A112-16*
1.1/4” TI-A105-20* TI-A115C-20* TI-A115-20* TI-A117-20* - TI-A112-20*
1.1/2" TI-A105-24* TI-A115C-24* TI-A115-24 TI-A117-24* - TI-A112-24*
2’ TI-A105-32* TI-A115C-32* TI-A115-32 TI-A117-32* - TI-A112-32*
5 www.tubes-international.com .
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