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Standard crimped fittings type Z  
 

TI-Z STANDARD 
BSP thread, 60° cone,  

AGR DKR DKR 90 DKR 45 

thread 
size  

[inch] 

hose inner 
diameter 

[inch] 
 

 

 

 

index index index index 

1/8 
3/16 TI-ZBZ110-02-03   TI-ZBW110-02-03    Ⓢ TI-ZBW210-02-03 Ⓒ  TI-ZBW310-02-03 Ⓒ  

1/4 TI-ZBZ110-02-04 Ⓒ Ⓢ TI-ZBW110-02-04 Ⓒ Ⓢ TI-ZBW210-02-04 Ⓒ  TI-ZBW310-02-04 Ⓒ  

1/4 

3/16 TI-ZBZ110-04-03   TI-ZBW110-04-03 Ⓒ Ⓢ TI-ZBW210-04-03  Ⓢ TI-ZBW310-04-03  Ⓢ 

1/4 TI-ZBZ110-04-04 Ⓒ Ⓢ TI-ZBW110-04-04 Ⓒ Ⓢ TI-ZBW210-04-04 Ⓒ Ⓢ TI-ZBW310-04-04 Ⓒ Ⓢ 

5/16 TI-ZBZ110-04-05   TI-ZBW110-04-05 Ⓒ Ⓢ TI-ZBW210-04-05   TI-ZBW310-04-05   

3/8 TI-ZBZ110-04-06   TI-ZBW110-04-06   TI-ZBW210-04-06   TI-ZBW310-04-06   

3/8 

1/4 TI-ZBZ110-06-04 Ⓒ Ⓢ TI-ZBW110-06-04 Ⓒ Ⓢ TI-ZBW210-06-04 Ⓒ Ⓢ TI-ZBW310-06-04 Ⓒ Ⓢ 

5/16 TI-ZBZ110-06-05 Ⓒ Ⓢ TI-ZBW110-06-05 Ⓒ Ⓢ TI-ZBW210-06-05 Ⓒ Ⓢ TI-ZBW310-06-05 Ⓒ Ⓢ 

3/8 TI-ZBZ110-06-06 Ⓒ Ⓢ TI-ZBW110-06-06 Ⓒ Ⓢ TI-ZBW210-06-06 Ⓒ Ⓢ TI-ZBW310-06-06 Ⓒ Ⓢ 

1/2 TI-ZBZ110-06-08 Ⓒ  TI-ZBW110-06-08 Ⓒ Ⓢ TI-ZBW210-06-08   TI-ZBW310-06-08   

1/2 

1/4 TI-ZBZ110-08-04   TI-ZBW110-08-04   -   -   

5/16 TI-ZBZ110-08-05   TI-ZBW110-08-05   -   -   

3/8 TI-ZBZ110-08-06 Ⓒ Ⓢ TI-ZBW110-08-06 Ⓒ Ⓢ TI-ZBW210-08-06 Ⓒ Ⓢ TI-ZBW310-08-06 Ⓒ Ⓢ 

1/2 TI-ZBZ110-08-08 Ⓒ Ⓢ TI-ZBW110-08-08 Ⓒ Ⓢ TI-ZBW210-08-08 Ⓒ Ⓢ TI-ZBW310-08-08 Ⓒ Ⓢ 

5/8 TI-ZBZ110-08-10 Ⓒ  TI-ZBW110-08-10  Ⓢ TI-ZBW210-08-10   TI-ZBW310-08-10   

3/4 TI-ZBZ110-08-12   TI-ZBW110-08-12   -      

5/8 

1/2 -   TI-ZBW110-10-08 Ⓒ Ⓢ TI-ZBW210-10-08 Ⓒ  TI-ZBW310-10-08 Ⓒ  

5/8 TI-ZBZ110-10-10 Ⓒ Ⓢ TI-ZBW110-10-10 Ⓒ Ⓢ TI-ZBW210-10-10 Ⓒ Ⓢ TI-ZBW310-10-10 Ⓒ Ⓢ 

3/4 -   TI-ZBW110-10-12   -   -   

3/4 

1/2 TI-ZBZ110-12-08 Ⓒ  TI-ZBW110-12-08 Ⓒ Ⓢ TI-ZBW210-12-08 Ⓒ Ⓢ TI-ZBW310-12-08 Ⓒ  

5/8 TI-ZBZ110-12-10 Ⓒ Ⓢ TI-ZBW110-12-10 Ⓒ Ⓢ TI-ZBW210-12-10 Ⓒ Ⓢ TI-ZBW310-12-10 Ⓒ Ⓢ 

3/4 TI-ZBZ110-12-12 Ⓒ Ⓢ TI-ZBW110-12-12 Ⓒ Ⓢ TI-ZBW210-12-12 Ⓒ Ⓢ TI-ZBW310-12-12 Ⓒ Ⓢ 

1 TI-ZBZ110-12-16   TI-ZBW110-12-16   -   -   

1 

3/4 TI-ZBZ110-16-12 Ⓒ Ⓢ TI-ZBW110-16-12 Ⓒ Ⓢ TI-ZBW210-16-12 Ⓒ Ⓢ TI-ZBW310-16-12 Ⓒ Ⓢ 

1 TI-ZBZ110-16-16 Ⓒ Ⓢ TI-ZBW110-16-16 Ⓒ Ⓢ TI-ZBW210-16-16 Ⓒ Ⓢ TI-ZBW310-16-16 Ⓒ Ⓢ 

1.1/4 TI-ZBZ110-16-20   -   -   -   

1.1/4 

1 TI-ZBZ110-20-16 Ⓒ Ⓢ TI-ZBW110-20-16  Ⓢ TI-ZBW210-20-16   TI-ZBW310-20-16   

1.1/4 TI-ZBZ110-20-20 Ⓒ Ⓢ TI-ZBW110-20-20  Ⓢ TI-ZBW210-20-20 Ⓒ Ⓢ TI-ZBW310-20-20 Ⓒ Ⓢ 

1.1/2 TI-ZBZ110-20-24   -   -   -   

1.1/2 
1.1/4 TI-ZBZ110-24-20  Ⓢ TI-ZBW110-24-20  Ⓢ TI-ZBW210-24-20   TI-ZBW310-24-20   

1.1/2 TI-ZBZ110-24-24 Ⓒ Ⓢ TI-ZBW110-24-24  Ⓢ TI-ZBW210-24-24  Ⓢ TI-ZBW310-24-24  Ⓢ 

2 
1.1/2 -   TI-ZBW110-32-24  Ⓢ TI-ZBW210-32-24   TI-ZBW310-32-24   

2 TI-ZBZ110-32-32 Ⓒ Ⓢ TI-ZBW110-32-32  Ⓢ TI-ZBW210-32-32  Ⓢ TI-ZBW310-32-32  Ⓢ 

 

TI-Z STANDARD 
BSP thread, 60° cone - COMPACT 

DKR 90 

thread 
size  

[inch] 

hose inner 
diameter 

[inch] 

 

index 

1/4 1/4 TI-ZBW410-04-04 

3/8 3/8 TI-ZBW410-06-06 

1/2 1/2 TI-ZBW410-08-08 

3/4 3/4 TI-ZBW410-04-04 
 

Ⓒ - available in carbon steel with zinc-nickel coating 

Ⓢ - available in steel AISI 316  
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