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Butt-weld pipe fittings 
 

RS 

Symmetric reducer to EN 10253 

Material:  carbon steel P235 GH 
 stainless steel AISI 321 (1.4541) 
 stainless steel AISI 316Ti (1.4571) 

 

 

Symmetric reducers (concentric reducers) for butt welding for pressure applications made from seamless pipe, compliant with EN 10253-
2 (carbon steel) and EN 10253-4 (stainless steel). With EN 10204 3.1 material certificate. Widely used in industry for building installations 
and pipelines. At Tubes International used as components of complete welded ends for metal and rubber hoses (welded with threaded 
and flanged ends) and other fittings and couplings. Other sizes and materials also available to order, including reducers of more than two 
DN sizes and ASME reducers. 

Note: Type B fittings (e.g. EN 10253-2B) have full pressure strength equal to a pipe of diameter D and thickness T. For type A fittings (e.g. EN 10253-4A) pressure 
strength may be slightly lower than a straight pipe of the same diameter D and thickness T. The reducer's working pressure can be determined using the pressure 
correction factor given in EN 10253 (for the sizes given, approximately 1.0 ÷ 0.9 of the pressure of the dimensionally corresponding pipe). 
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(1.4541) 
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(1.4571) 

 

20 26,9 2,3 (2,0*) 15 21,3 2,0 38 TK-RS-026-021 TK-RS-026-021-SS TK-RS-026-021-SS316TI 

25 33,7 2,6 15 21,3 2,0 (2,3*) 51 TK-RS-033-021 TK-RS-033-021-SS TK-RS-033-021-SS316TI 

25 33,7 2,6 20 26,9 2,3 51 TK-RS-033-026 TK-RS-033-026-SS TK-RS-033-026-SS316TI 

32 42,4 2,6 20 26,9 2,3 51 TK-RS-042-026 TK-RS-042-026-SS TK-RS-042-026-SS316TI 

32 42,4 2,6 25 33,7 2,6 51 TK-RS-042-033 TK-RS-042-033-SS TK-RS-042-033-SS316TI 

40 48,3 2,6 25 33,7 2,6 64 TK-RS-048-033 TK-RS-048-033-SS TK-RS-048-033-SS316TI 

40 48,3 2,6 32 42,4 2,6 64 TK-RS-048-042 TK-RS-048-042-SS TK-RS-048-042-SS316TI 

50 60,3 2,9 32 42,4 2,6 76 TK-RS-060-042 TK-RS-060-042-SS TK-RS-060-042-SS316TI 

50 60,3 2,9 40 48,3 2,6 76 TK-RS-060-048 TK-RS-060-048-SS TK-RS-060-048-SS316TI 

65 76,1 2,9 40 48,3 2,6 89 TK-RS-076-048 TK-RS-076-048-SS TK-RS-076-048-SS316TI 

65 76,1 2,9 50 60,3 2,9 89 TK-RS-076-060 TK-RS-076-060-SS TK-RS-076-060-SS316TI 

80 88,9 3,2 50 60,3 2,9 89 TK-RS-088-060 TK-RS-088-060-SS TK-RS-088-060-SS316TI 

80 88,9 3,2 65 76,1 2,9 89 TK-RS-088-076 TK-RS-088-076-SS TK-RS-088-076-SS316TI 

100 114,3 3,6 65 76,1 2,9 102 TK-RS-114-076 TK-RS-114-076-SS TK-RS-114-076-SS316TI 

100 114,3 3,6 80 88,9 3,2 102 TK-RS-114-088 TK-RS-114-088-SS TK-RS-114-088-SS316TI 

125 139,7 4,0 80 88,9 3,2 127 TK-RS-139-088 TK-RS-139-088-SS TK-RS-139-088-SS316TI 

125 139,7 4,0 100 114,3 3,6 127 TK-RS-139-114 TK-RS-139-114-SS TK-RS-139-114-SS316TI 

150 168,3 4,5 100 114,3 3,6 140 TK-RS-168-114 TK-RS-168-114-SS TK-RS-168-114-SS316TI 

150 168,3 4,5 125 139,7 4,0 140 TK-RS-168-139 TK-RS-168-139-SS TK-RS-168-139-SS316TI 

* dimension in brackets for stainless steel AISI 321 and AISI 316Ti. 

 

Butt-weld pipe fittings – other types 

Other types of butt-weld fittings are available to special order: 45° and 180° elbows, eccentric reducers, tees, end caps. 
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