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Hydraulic directional valves 
 

Directional valve YFM35, YFM55 
Manually controlled multi-section directional valve 

Material:   body - cast iron 
    spools - hardened steel 
Seal:  NBR 
Max. press.. pressure: 315 bar  
Max. press.. on return: 25 bar 
Temp. working:  from -20°C to +80°C 
 
 
 
 

 
Monoblock spool valves controlled by manual levers with centring springs. Designed for hydraulic systems of cranes, 
lifts, construction and agricultural machinery, etc. Standard fitted with a type C safety valve (factory-set to 140 bar - 
YFM35, 120 bar - YFM55) and type 1 spools. 

 

index 
number of 
working 
sections 

safety valve 
safety 

flow 
[l/min] 

connection size weight 
[kg] P (pump) T (tank) A, B (actuator) 

type YFM35 

TL-YFM35-1-C-1 1 

C 45 GW 3/8” BSP GW 3/8” BSP GW 3/8” BSP 

3,20 

TL-YFM35-2-C-11 2 4,55 

TL-YFM35-3-C-111 3 6,00 

TL-YFM35-4-C-1111 4 7,60 

TL-YFM35-5-C-11111 5 9,10 

TL-YFM35-6-C-111111 6 10,65 

type YFM55 

TL-YFM55-1-C-1 1 

C 60 GW 1/2” BSP GW 1/2” BSP GW 1/2” BSP 

3,50 

TL-YFM55-2-C-11 2 4,90 

TL-YFM55-3-C-111 3 6,35 

TL-YFM55-4-C-1111 4 7,80 

TL-YFM55-5-C-11111 5 9,40 

TL-YFM55-6-C-111111 6 10,85 

 
safety valve types 

type B 
(40 ÷ 80 bar) 

type C 
(63 ÷ 200 bar) 

type D 
(160 ÷ 315 bar) 

 
type 1 spool type 2 spool type 3 spool 

   

 
Index structure 
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