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Couplings TW (EN ISO 14420-6, DIN 28450) 
 

drawing index description size 
connection size 

[inch] 
material 

weight 

[kg] 

 

TW-VK-050-SS 

VK coupling 

VK 50 GW 2” BSPP 

AISI 316 0,31 

TW-VK-050-SSE AISI 316 / ECTFE 0,31 

TW-VK-050-MS brass 0,36 

TW-VK-080-SS 

VK 80 GW 3” BSPP 

AISI 316 0,73 

TW-VK-080-SSE AISI 316 / ECTFE 0,73 

TW-VK-080-MS brass 0,75 

TW-VK-100-SS 

VK 100 GW 4” BSPP 

AISI 316 1,15 

TW-VK-100-SSE AISI 316 / ECTFE 1,15 

TW-VK-100-MS brass 1,10 

 

 

TW-MKV-050-SS 

MKV sealing 
ring 

MKV 50 GW 2” BSPP 

AISI 316 0,22 

TW-MKV-050-MS brass 0,24 

TW-MKV-080-SS 

MKV 80 GW 3” BSPP 

AISI 316 0,51 

TW-MKV-080-MS brass 0,55 

 

TW-MKH-050-SS 

MKH locking 
ring 

MKH 50 - 

AISI 316 0,47 

TW-MKH-050-MS brass 0,49 

TW-MKH-080-SS 

MKH 80 - 

AISI 316 0,94 

TW-MKH-080-MS brass 1,00 

 

TW-MK-050-SS 

MK coupling 

MK 50 GW 2” BSPP 

AISI 316 0,69 

TW-MK-050-SSE AISI 316 / ECTFE 0,69 

TW-MK-050-MS brass 0,73 

TW-MK-080-SS 

MK 80 GW 3” BSPP 

AISI 316 1,45 

TW-MK-080-SSE AISI 316 / ECTFE 1,45 

TW-MK-080-MS brass 1,55 

TW-MK-100-SS 

MK 100 GW 4” BSPP 

AISI 316 2,75 

TW-MK-100-SSE AISI 316 / ECTFE 2,75 

TW-MK-100-MS brass 2,75 

 

TW-MB-050-SS 

MB cover 
(supplied 
without chain) 

MB 50 - 

AISI 316 0,30 

TW-MB-050-SSE AISI 316 / ECTFE 0,30 

TW-MB-050-MS brass 0,35 

TW-MB-050-AL aluminium 0,14 

TW-MB-080-SS 

MB 80 - 

AISI 316 0,66 

TW-MB-080-SSE AISI 316 / ECTFE 0,66 

TW-MB-080-MS brass 0,87 

TW-MB-080-AL aluminium 0,30 

TW-MB-100-SS 

MB 100 - 

AISI 316 1,20 

TW-MB-100-SSE AISI 316 / ECTFE 1,20 

TW-MB-100-MS brass 1,25 

TW-MB-100-AL aluminium 0,45 
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