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Couplings TW (EN ISO 14420-6, DIN 28450) 
 

drawing index description size 
connection size 

[inch] 
material 

weight 

[kg] 

 

TW-VB-050-SS 

VB plug 
(supplied 
without chain) 

VB 50 - 

AISI 316 0,31 

TW-VB-050-SSE AISI 316 / ECTFE 0,31 

TW-VB-050-MS brass 0,32 

TW-VB-050-AL aluminium 0,13 

TW-VB-080-SS 

VB 80 
- 

 

AISI 316 0,76 

TW-VB-080-SSE AISI 316 / ECTFE 0,76 

TW-VB-080-MS brass 0,85 

TW-VB-080-AL aluminium 0,25 

TW-VB-100-SS 

VB 100 

- AISI 316 1,15 

TW-VB-100-SSE 
 

AISI 316 / ECTFE 1,15 

TW-VB-100-AL aluminium 0,44 

 

drawing index description size 
DN 

[mm] 
material 

weight 

[kg] 

 

TW-TWF-050-PU 

TWF cover 
gasket 

TWF 2” 50 

polyurethane 
0,007 

TW-TWF-050-NBR NBR 

TW-TWF-050-VI viton 0,010 

TW-TWF-050-HY hypalon 0,007 

TW-TWF-050-PTFE PTFE 0,011 

TW-TWF-050-PTFE-NBR PTFE/NBR 0,010 

TW-TWF-050-EP EPDM 0,007 

TW-TWF-080-PU 

TWF 3” 80 

polyurethane 
0,016 

TW-TWF-080-NBR NBR 

TW-TWF-080-VI viton 0,022 

TW-TWF-080-HY hypalon 0,018 

TW-TWF-080-PTFE PTFE 0,025 

TW-TWF-080-PTFE-NBR PTFE/NBR 0,022 

TW-TWF-080-EP EPDM 0,016 

 TW-TWO-100-NBR 

TWO coupling 
gasket 

TWO 4” 100 

NBR 0,0016 

TW-TWO-100-VI viton 0,027 

TW-TWO-100-HY hypalon 0,020 

TW-TWO-100-PTFE PTFE 0,026 

 

 

TW-GSD-050-PU 

GSD coupling 
gasket 

GSD 2” 50 

polyurethane 0,008 

TW-GSD-050-NBR NBR 0,009 

TW-GSD-050-VI viton 0,012 

TW-GSD-050-HY hypalon 0,011 

TW-GSD-080-PU 

GSD 3” 80 

polyurethane 0,015 

TW-GSD-080-NBR NBR 0,018 

TW-GSD-080-VI viton 0,026 

TW-GSD-080-HY hypalon 0,022 

TW-GSD-080-BIT vamac 0,015 
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