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Seals 
 

  width x thickness [mm]  

photo index before 
compression 

after 
compression* 

description 

   

 UG-FLANGIFLON-03X1,5 3 x 1,5 3,5 x 0,5 
FLANGIFLON PTFE tape for 
sealing flat surfaces (e.g. flange 
connections). 

Pressure: up to 250 bar 
(temperature-dependent). 

Working temp.: -240°C to +260°C. 

Environment: pH 0÷14. 

UG-FLANGIFLON-05X2 5 x 2 6 x 0,7 

UG-FLANGIFLON-07X2,5 7 x 2,5 8 x 1,1 

UG-FLANGIFLON-10X3 10 x 3 11,5 x 1,3 

UG-FLANGIFLON-12X4 12 x 4 13,2 x 1,4 

UG-FLANGIFLON-14X5 14 x 5 15 x 1,5 

UG-FLANGIFLON-17X6 17 x 6 19,5 x 2 

UG-FLANGIFLON-20X7 20 x 7 23 x 2,6 

* - compression value of 100 kG/mm2   

     

  width 
x thickness 

[mm] 

roll length 
[m] 

 

photo index description 

   

 

   
PTFE tape for sealing threaded 
connections. 

Working temp. for UG-TAPE-12: 
-200°C to +260°C. 

Working temp. for UG-TAPE-19: 
-100°C to +260°C. 

UG-TAPE-12 12 x 0,076 12 

   

   

UG-TAPE-19 19 x 0,2 15 

   

   

     

photo index thread length description 

 

  
PTFE-impregnated thread for sealing pipe 
connections. Applied directly from the dispenser with a 
built-in cutting blade. Enables reliable repositioning of 
components. Holds DVGW / KTW approval - for gas 
and drinking water installations. Not recommended for 
use with oxygen. 

Working temp.: -55°C to +150°C. 

  

  

LT-55-150 160 m 

  

  

  

   

     

photo index capacity description 

 

  

Anaerobic sealant for threaded connections up to 3/4" 
in metal installations. Ideal for fine-pitch threads 
exposed to vibration. Holds DVGW approval - for gas 
and hot water installations. Not recommended for use 
with oxygen. 

Working temp.: -55°C to +150°C. 

  

  

LT-542-50 50 ml 

  

  

  

     

     

photo index capacity description 

 

  
Anaerobic sealant for threaded connections up to 3" in 
metal installations. Ideal for overhead applications and 
fast dosing at low temperatures (e.g. outdoor 
installations). Holds DVGW / WRAS approval - for gas 
and drinking water installations. Not recommended for 
use with oxygen. 

Working temp.: -55°C to +150°C. 

  

  

LT-577-50T 50 ml 
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