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TPE, TEEE TYGON® pharmaceutical and biotechnological 
 

TYGON® 3350  

Ultra-smooth silicone hose for pharmaceutical and 
biotechnology applications  

Material:  hsilicone (platinum) 
Working temperature:  up to +204°C 
Brittleness temperature:  -80°C 
Hardness:  50 Shore (A) 
Density:  1.14 g/cm3 

Colourless, semi-transparent, flexible hose made of 100% pure synthetic platinum-cured silicone. This hose features an ultra-
smooth inner surface produced by a special process (up to three times smoother than comparable silicone hoses). This prevents 
deposits and adhesion of contaminants inside the hose and bacterial growth, even with repeated use, easing complete cleaning 
and sterilisation. The smooth inner layer also reduces flow resistance through the hose.  
Widely used in the pharmaceutical, cosmetic and biotechnology industries, medical devices, cell culture, sterile filling lines, for 
water for injection (WFI), in chemistry and blood analysers, in liquid chromatography. Can be used in peristaltic pumps – service 
life up to 75 h under standard conditions.  
It features low extractables, is non-toxic, non-haemolytic and non-pyrogenic, ensuring complete fluid purity in sensitive 
biopharmaceutical applications. Free of animal-derived substances, phthalates, BPA, latex, gluten and allergens. Compliant with 
USP Class VI, European Pharmacopoeia 3.1.9 and ISO 10993. Meets the requirements of FDA 21 CFR 177.2600. The 
biopharmaceutical hygienic properties are confirmed by the Saint-Gobain validation guide for this hose. Compliant with REACH 
1907/2006/EU and RoHS 2011/65/EU – free of hazardous and prohibited substances. Sterilisation by steam (30 min, 1 bar, 
+121°C), ethylene oxide or irradiation (up to 5 Mrad) is possible. Pressure safety factor 5:1. Assembly onto hose tails and ends 
without sharp barbs using clamps. 
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VE-T3301-13 0,8 2,4 0,8 1,52 / 1,45 760 / 760 3,2 0,005 15 

VE-T3302-13 1,6 3,2 0,8 0,97 / 0,9 760 / 760 6,4 0,007 15 

VE-T3302-23 1,6 4,8 1,6 1,52 / 1,45 760 / 760 6,4 0,018 15 

VE-T3303-13 2,4 4,0 0,8 0,76 / 0,69 760 / 760 6,4 0,009 15 

VE-T3303-23 2,4 5,6 1,6 1,24 / 1,1 760 / 760 6,4 0,023 15 

VE-T3304-13 3,2 4,8 0,8 0,62 / 0,55 508 / 381 9,5 0,011 15 

VE-T3304-23 3,2 6,4 1,6 0,97 / 0,9 760 / 760 12,7 0,027 15 

VE-T3305-13 4,0 5,6 0,8 0,48 / 0,41 254 / 254 19,1 0,014 15 

VE-T3306-13 4,8 6,4 0,8 0,48 / 0,41 127 / 127 25,4 0,016 15 

VE-T3306-23 4,8 8,0 1,6 0,76 / 0,69 635 / 635 12,7 0,037 15 

VE-T3306-33 4,8 9,6 2,4 0,97 / 0,9 760 / 760 9,5 0,062 15 

VE-T3306-43* 4,8 11,1 3,2 1,24 / 1,1 760 / 760 9,5 0,090 15 

VE-T3308-13 6,4 8,0 0,8 0,34 / 0,28 25 / 25 38,1 0,021 15 

VE-T3308-23 6,4 9,6 1,6 0,62 / 0,55 381 / 381 19,1 0,046 15 

VE-T3308-33 6,4 11,1 2,4 0,83 / 0,76 760 / 760 15,9 0,074 15 

VE-T3308-43 6,4 12,7 3,2 0,97 / 0,9 760 / 760 15,9 0,108 15 

VE-T3310-23 8,0 11,1 1,6 0,48 / 0,41 127 / 127 31,8 0,053 15 

VE-T3310-33 8,0 12,7 2,4 0,69 / 0,62 508 / 508 15,9 0,087 15 

VE-T3312-23 9,5 12,7 1,6 0,62 / 0,55 127 / 127 38,1 0,064 15 

VE-T3312-33 9,5 14,3 2,4 0,76 / 0,69 508 / 381 25,4 0,102 15 

VE-T3312-43 9,5 15,9 3,2 0,83 / 0,76 760 / 760 25,4 0,145 15 

VE-T3314-23 11,1 14,3 1,6 0,28 / 0,21 50 / 50 38,1 0,073 15 

VE-T3314-33 11,1 15,9 2,4 0,55 / 0,48 254 / 254 44,5 0,116 15 

VE-T3316-23* 12,7 15,9 1,6 0,34 / 0,28 25 / 25 76,2 0,082 15 

VE-T3316-33 12,7 17,5 2,4 0,48 / 0,41 127 / 127 44,5 0,130 15 

VE-T3316-43 12,7 19,1 3,2 0,62 / 0,55 381 / 381 38,1 0,182 15 

VE-T3320-33* 15,9 20,6 2,4 0,41 / 0,34 127 / 0 76,2 0,154 15 

VE-T3320-43 15,9 22,2 3,2 0,48 / 0,41 254 / 254 63,5 0,215 15 

VE-T3324-43 19,0 25,4 3,2 0,48 / 0,41 25 / 25 63,5 0,254 15 

VE-T3332-43* 25,4 31,8 3,2 0,34 / 0,28 0 / 0 127 0,328 15 

* - minimum order quantities apply to these sizes;  
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