R TUBES® INDUSTRIAL HOSES ||}
Wl International |
Universal Hoses .

PVC multipurpose hoses

PREMIUM

Braid reinforced general purpose multipurpose PVC
hose

Inner layer: transparent PVC
Reinforcement: polyester braid

Cover: green transparent PVC
Working temperature: from -5°C to +60°C

(working pressure depends on temperature)

A light and flexible, popular general purpose PVC hose. Used for water, air and mild chemicals in agriculture,
horticulture and industry, and for domestic use.

diameter diameter wall pressure pressure . length
index inner outer wall worlzlng buzst Wl length
mml (mm [mm] 20°C 20°C [kg/m] m
[bar] [bar]
VLM-PREMIUM-06 6 11 2,5 17 50 0,09 50
VLM-PREMIUM-08 8 13 2,5 15 45 0,105 50
VLM-PREMIUM-10 10 14,5 2,25 14 40 0,11 50
VLM-PREMIUM-13 12,7 17 2,15 12 36 0,14 50
VLM-PREMIUM-16 16 22 3 12 36 0,23 50
VLM-PREMIUM-19 19 26 3,5 10 30 0,32 50
VLM-PREMIUM-25 25 32 3,5 10 24 0,4 50
VLM-PREMIUM-32 32 40 4 10 21 0,59 50
Burst pressure and working pressure temperature 20°C 30°C 40°C 50°C 60°C 70°C
as a function of temperature for typical PVC hoses working 100% 74% 55% 40% 30% 22%
PROFI
Strong general purpose multipurpose PVC hose
Inner layer: black PVC
Reinforcement: polyester braid
Cover: yellow PVC
Working temperature: from -5°C to +60°C
(working pressure depends on
temperature)

A strong general purpose PVC hose with a specially reinforced wall and braid construction. Good kink resistance.
Intended for water, air and mild chemicals in agriculture, horticulture and industry.

diameter diameter wall F\),;?;E;re prgjfsutre weiaht length
index inner outer wall 20°Cg 20°C [kg/gm] length
[mm] [mm] [mm] bar] [bar] [m]
VLM-PROFI-13 12,7 17,3 2,3 10 32 0,15 50
VLM-PROFI-19 19 26 3,5 10 25 0,34 50
VLM-PROFI-25 25,4 34,4 4,5 10 18 0,55 50
Burst pressure and working pressure temperature 20°C 30°C 40°C 50°C 60°C 70°C
as a function of temperature for typical PVC hoses working 100% 74% 55% 40% 30% 22%
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