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Seals 
 

photo index capacity description 

 

  

Anaerobic sealant for pipes and flanges (with PTFE). 
Fills gaps up to 0.6 mm. Features high viscosity and 
low strength. Can be disassembled with standard 
tools. Maximum thread size M 80. 

Working temp.: -50°C to +175°C. 

  

  

WE-AN30-567-T-050 50 ml 

  

  

  

    

photo index capacity description 

 

  

Anaerobic sealant for pipes and flanges (with PTFE). 
Features high viscosity and medium strength. Holds 
DVGW – approved for gas and hot-water installations. 
Certified for contact with drinking water. Can be 
disassembled using standard tools. Maximum thread 
size M 80. 

Working temp.: -60°C to +150°C. 

  

  

WE-AN30-572-P-050 50 ml 

  

  

  

    

photo index capacity description 

   
Universal anaerobic sealant for pipes and threads. 
Features high viscosity and medium strength. Certified 
DVGW – approved for gas and hot-water installations. 
Certified for contact with drinking water. BAM certified 
– approved for installations with oxygen (max. working 
temp. +60°C, max. oxygen working pressure 10 bar). 
Can be disassembled with standard tools. Maximum 
thread size M 80. Working temp.: -60°C to +150°C. 

WE-AN30-577-T-050 50 ml 

  

  

WE-AN30-577-T-200 200 ml 

  

    

photo index capacity description 

   

Anaerobic sealant for pipes and flanges. Features 
increased viscosity and high strength. Difficult to 
disassemble. Maximum thread size M 56. 

Working temp.: -60°C to +150°C. 

  

  

WE-AN30-586-P-050 50 ml 

  

  

  

    

photo index thread length description 

 

  

Sealing thread made of 100% PTFE. Permanently and 
securely seals most threaded pipe joints in metals and 
plastics. Designed for connections with gaseous and 
liquid media. Offers exceptional chemical resistance. 
Ensures seal stability with back-off up to 45°. 

Working temp.: -200°C to +240°C. 

  

  

WE-DF-17-175 175 m 

  

  

  

 
 

http://www.tubes-international.com/

