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Thermoplastic hoses – polyester 
 

OL 8 / OLB 8 
Thermoplastic hydraulic hose R8 

Inner layer: polyester 
Reinforcement: double aramid braid 
Cover: microperforated polyurethane 
Temperature working: from -40°C to +100°C 

(up to +70°C – water and air) 
 

Light, flexible, high-pressure hydraulic hose type R8 intended for oil-
based hydraulic systems, fuels, gases, air, water-based fluids. 
Micro-perforated outer layer. Available in twin version OLB8 for 
forklifts etc.  

Standards: SAE 100R8, ISO 3949-R8. 

Assembly: standard hydraulic ends type Z (IT-65, IT-190). 
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(OL8) 

index 
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bending 
radius 
[mm] 

weight 
(OL8) 
[kg/m] 

ZC-OL8-03 - 1/8” 3,5 7,1 1,8 420 1680 30 0,037 

ZC-OL8-04 - 5/32” 4 8 2 420 1680 35 0,044 

ZC-OL8-05 ZC-OLB8-05 3/16” 4,8 10 2,6 350 1400 35 0,072 

ZC-OL8-06 ZC-OLB8-06 1/4” 6,4 11,8 2,7 350 1400 50 0,085 

ZC-OL8-08 ZC-OLB8-08 5/16” 8 14,3 3,15 325 1300 60 0,126 

ZC-OL8-10 ZC-OLB8-10 3/8” 9,7 16 3,15 280 1120 70 0,146 

ZC-OL8-13 ZC-OLB8-13 1/2” 13 20,3 3,65 245 980 95 0,225 

ZC-OL8-16 - 5/8” 16 23,5 3,75 195 780 125 0,265 

ZC-OL8-19 - 3/4” 19,2 26,5 3,65 165 660 150 0,352 

ZC-OL8-25 - 1” 25,6 34,7 4,55 145 580 200 0,505 

 
 

OL 8M (MARINE) 
Thermoplastic hydraulic hose R8 resistant to moisture and 
salinity 

Inner layer: polyester 
Reinforcement: aramid braids 
Cover: microperforated polyurethane 
Temperature working: from -40°C to +100°C 

(up to +70°C – water and air) 
 

Light and flexible, high-pressure hydraulic hose type R8 (exceeding the requirements of SAE 100R8) intended for oil 

hydraulic systems, fuels, gases, air and water-based fluids. Micro-perforated outer layer, resistant to hydrolysis and 

microorganisms, suitable for use in humid, saline environments.  

Standards: SAE 100R8, ISO 3949-R8, MSHA. 

Assembly: standard hydraulic ends type Z or M (IT-184). 

index 
DN 

[inch] 
inner diameter 

[mm] 
outer diameter 

[mm] 

wall 
wall 
[mm] 

pressure 
working 

[bar] 

burst pressure 
[bar] 

bending 
radius 
[mm] 

weight 
[kg/m] 

ZC-OL8M-MARINE-10 3/8” 9,7 16 3,15 350 1400 80 0,149 

ZC-OL8M-MARINE-13 1/2” 13 22 4,5 350 1400 100 0,285 

ZC-OL8M-MARINE-19 3/4” 19,2 29 4,9 345 1380 205 0,414 

ZC-OL8M-MARINE-25 1” 25,8 35 4,6 250 1000 230 0,493 

ZC-OL8M-MARINE-32 1.1/4” 32 45 6,5 250 1000 350 0,855 
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