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Rotary hydraulic couplings 
 

GGIL, GG90 
Rotary hydraulic coupling 

Material:  galvanised steel 
Seal: NBR 
Connections:  thread inner. / male BSP 
Temp. working:  from -40°C to +106°C 
 
 
 
 

Rotary couplings with ball bearing for hydraulic oil. Used in systems requiring a rotary connection to eliminate 
concentration hoses. The couplings are designed for rotation at low torque. They are not designed to operate under 
pressure at high rotational speeds. GG90 angled couplings in sizes from 1/4” to 3/4" have a hexagonal body (shown 
in the photo). 
 
 

 
 

type GGIL     type GG90 
 
 
Straight coupling type GGIL 
 

index 
size 

thread 
[inch] 

flow 
[l/min] 

max. working 
pressure 

[bar] 

dimensions 

A 
[mm] 

B 
[mm] 

C 
[mm] 

D 
[mm] 

ZO-GGIL-04 1/4 25 400 63 52 - 34 

ZO-GGIL-06 3/8 45 400 66,5 54,8 - 37,6 

ZO-GGIL-08 1/2 80 360 70,8 56,6 - 39,5 

ZO-GGIL-12 3/4 120 310 90,8 74,8 - 49,5 

ZO-GGIL-16 1 150 280 100,2 80,8 - 54,5 

ZO-GGIL-20 1.1/4 200 250 98,2 78,5 - 59,7 

ZO-GGIL-24 1.1/2 250 210 107 85 - 70 

ZO-GGIL-32 2 300 180 117 92 - 79,5 

 
Angled coupling type GG90 
 

index 
size 

thread 
[inch] 

flow 
[l/min] 

max. working 
pressure 

[bar] 

dimensions 

A 
[mm] 

B 
[mm] 

C 
[mm] 

D 
[mm] 

ZO-GG90-04 1/4 25 400 69,9 56,5 11 33 

ZO-GG90-06 3/8 45 400 77,8 66 15 37 

ZO-GG90-08 1/2 80 360 86,2 72,2 17 39,8 

ZO-GG90-12 3/4 120 310 100 81 19 55,9 

ZO-GG90-16 1 150 280 120 101 22,9 58,9 

ZO-GG90-20 1.1/4 200 250 133,8 113,7 32 77,9 

ZO-GG90-24 1.1/2 250 210 138,2 115,5 35 88,8 

ZO-GG90-32 2 300 180 158 133,2 37,8 98,8 

  

http://www.tubes-international.com/

